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Abstract 
 

Climate change has an important impact on the natural environment, by making climate warmer 

or more variable, which affects cattle breeding in many parts of the world. The heat extremes 

and prolongate heat wave periods caused by climate change can be especially dangerous for 

those animals, affecting their day-today life by the heat stress episodes. Dairy cattle are 

especially susceptible to such conditions, due to their high metabolic heat production caused by 

the lactation processes.  High relative humidity and temperature of the air, which often 

characterize the cowshed environment in heat stress periods, make cattleô natural 

thermoregulation processes insufficient in heat dissipation, being a cause of numerous and 

potentially serious health, fertility and welfare problems. At the same time, those environmental 

conditions are difficult to optimize, concerning both, the animalsô needs, as well as energy 

consumption of applied systems. Cooling cowsheds is very complex, expansive and not well 

established, especially taking into account the immense thermal losses from their structures. 

For that reason, an appropriate cooling mechanism as an effective heat abatement strategy 

applied to the cowshed becomes crucial for cattle breeding, especially considering the lowest 

possible environmental effect. That is why within this PhD thesis, an innovative cooling water 

mattress for cattle, based on conductive heat transfer between the lying animal and chilled water 

circulating inside the water mattress, was developed. Such an approach to cooling enables local 

heat removal during animalsô resting period (for dairy cattle normally varying between 12-14h), 

especially when the applicability of other available cooling solutions is limited or less effective.  

The geometry of the developed water mattress was selected within four different propositions, 

which were simulated as the Computational Fluid Dynamic models in the Ansys Fluent 

environment. Such a preliminary study enabled the selection of the most promising geometry 

in terms of the water distribution inside the water mattress, and heat transfer on its surface. 

Chosen geometry was then developed as the prototype test stand and experimentally tested in 

both, laboratory conditions, as well as real barn conditions, during two different experimental 

campaigns conducted in the summer periods of 2022 and 2023. The developed water mattress 

was supplied with the chilled water produced and distributed by the conventional chiller-based 

hydraulic system, supervised by the control and data acquisition system. It enabled the 

regulation of the operational parameters of the developed water mattress, intended to follow the 

individual needs of the animal.  

Conducted experimental campaigns enabled observation of the developed water mattressô 

cooling effect on animalsô bodies for different chilled water temperature setpoints, and changing 

environmental conditions, compared to the commercially available non-cooled water mattress. 

For this purpose, an infrared thermography was used to observe the local change in cowsô skin 

temperature. The selection of the most suitable for the animal mattressô operational parameters, 

became an important aspect of this research, influenced by the natural thermoregulatory 

mechanisms of the cow. For that reason, the second experimental campaign was extended not 
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only by the second cooling water mattress applied to the test stand with the main goal to obtain 

the comparative results, but also a novel measurement strategy of the cowsô physiological 

responses, informing about active thermoregulatory processes. Such data were also expected to 

be significant in early heat stress detection in cattle, being decisive, when an appropriate cooling 

strategy needs to be applied. 

The conducted in this PhD thesis study proved the cooling effectiveness of the developed water 

mattress, indicating its potential as a novel cooling solution for cattle, especially for 

environmental conditions, in which the application of other available technologies is limited. 

Due to the frontier character of this study area, and considering the knowledge from different 

disciplines, at this moment there is a lack of available sensors, apparatus, and methodology, to 

bring into light, one specific parameter defining the threshold of the heat stress level. 

Nonetheless, such a parameter would be significant to better understand heat stress effects on 

health and well-being that occur when cows are exposed to thermally challenging 

environments.  The future potential of the developed water mattress is especially oriented to its 

operational algorithm, adapting it to the individual needs of the animal for changing 

environmental conditions. Furthermore, it could be coupled with hybrid systems based on 

renewable energy sources, such as the photovoltaic system, geothermal system, or absorption 

chiller, based solely on the use of alternative energies that surpasses the performance of existing 

solutions, thereby advancing the state of the art and helping to mitigate global climate change.  
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Streszczenie 
 

WystňpujŃce zmiany klimatyczne majŃ znaczŃcy wpğyw na Ŝrodowisko naturalne, powodujŃc 

zar·wno ocieplenie klimatu jak i jego wiňkszŃ zmiennoŜĺ, co ma istotne znaczenie dla hodowli 

bydğa w r·Ũnych czňŜciach Ŝwiata. Ekstremalne i dğugotrwağe fale upağ·w spowodowane takimi 

zmianami mogŃ byĺ szczeg·lnie niebezpieczne dla tych zwierzŃt, bňdŃc przyczynŃ 

wystňpujŃcego u nich stresu cieplnego. Krowy mleczne sŃ szczeg·lnie podatne na wskazane 

warunki pogodowe ze wzglňdu na ich wysokŃ produkcjň ciepğa metabolicznego zwiŃzanego z 

procesami laktacyjnymi. JednoczeŜnie wraz ze wzrostem temperatury oraz wilgotnoŜci 

wzglňdnej powietrza zwiŃzanymi z warunkami Ŝrodowiskowymi w oborze w okresach gorŃca, 

moŨliwoŜci termoregulacyjne tych zwierzŃt stajŃ siň coraz bardziej ograniczone. W rezultacie 

mogŃ one staĺ siň niewystarczajŃce do zachowaniu r·wnowagi cieplnej zwierzňcia, bňdŃc 

przyczynŃ stresu cieplnego i zwiŃzanych z nim licznych problem·w zdrowotnych, w tym 

reprodukcyjnych oraz powaŨnego zaburzenia dobrostanu zwierzňcia. 

Budynki inwentarskie, takie jak obory, charakteryzujŃ siň natomiast duŨymi stratami ciepğa 

poprzez ich strukturň, co sprawia, Ũe zachowanie wğaŜciwych dla zwierzňcia warunk·w 

Ŝrodowiskowych, przy jednoczeŜnie niskim nakğadzie energetycznym, jest szczeg·lnie zğoŨone 

i trudne do osiŃgniňcia. Dlatego teŨ dob·r odpowiedniej metody chğodzenia tych budynk·w, 

kt·ra skutecznie niwelowağaby wystňpowanie stresu cieplnego u zwierzŃt, przy jego 

jednoczesnym niewielkim wpğywie na Ŝrodowisko jest kluczowym zagadnieniem do rozwoju. 

BiorŃc pod uwagň te czynniki, w przedstawionej rozprawie doktorskiej rozwiniňty zostağ 

innowacyjny materac chğodzŃcy dla kr·w, kt·rego dziağanie opiera na  odbieraniu ciepğa od 

zwierzňcia i przewodzeniu go do wody chğodzŃcej cyrkulujŃcej wewnŃtrz materaca. Takie 

podejŜcie do procesu chğodzenia pozwala na lokalny odbi·r ciepğa od zwierzňcia podczas jego 

spoczynku (dla bydğa mlecznego czas spňdzony w pozycji leŨŃcej powinien normalnie wynosiĺ 

12-14 godzin na dobň). Aspekt ten jest szczeg·lnie znaczŃcy biorŃc pod uwagň ograniczenia 

innych rozwiŃzaŒ dostňpnych na rynku i ich stosowalnoŜci w obszarze legowiska. 

Przedstawiony w tej rozprawie doktorskiej, chğodzŃcy materac wodny, zostağ zaprojektowany 

przy wczeŜniejszym zamodelowaniu w Ŝrodowisku Ansys Fluent jego czterech r·Ũnych 

geometrii, spoŜr·d kt·rych wybrana zostağa ta, kt·ra charakteryzowağa siň najwiňkszym 

potencjağem, biorŃc pod uwagň rozpğyw wody chğodzŃcej oraz strumieŒ ciepğa uzyskany na 

jego powierzchni. Geometria ta zostağa nastňpnie rozwiniňta do prototypowego stanowiska 

badawczego, przetestowanego zar·wno w warunkach laboratoryjnych jak i w wybranej oborze, 

podczas dw·ch r·Ũnych kampanii eksperymentalnych przeprowadzonych w okresie letnim w 

2022 i 2023 roku. W warunkach rzeczywistych materac zasilany byğ wodŃ chğodzŃcŃ 

produkowanŃ przez konwencjonalny agregat chğodniczy i rozprowadzanŃ w cağym ukğadzie 

hydraulicznym, objňtym systemem kontroli i akwizycji danych. Ukğad ten umoŨliwiğ regulacjň 

parametr·w pracy chğodzŃcego materaca wodnego, co miağo r·wnieŨ na celu dostosowanie ich 

do indywidualnych potrzeb zwierzňcia. 
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Przeprowadzone kampanie eksperymentalne umoŨliwiğy zaobserwowanie efektu chğodzŃcego 

wspomnianego materaca bezpoŜrednio na ciağach zwierzŃt, przy zmieniajŃcych siň warunkach 

Ŝrodowiskowych i  jednoczesnym rozr·Ũnieniu uzyskanych wynik·w poprzez zmianň nastaw 

temperatury wody chğodzŃcej i odniesienie ich to niechğodzonego materaca. Podczas badaŒ 

zastosowano termografiň, jako narzňdzie, kt·re umoŨliwiğo sprawdzenie lokalnej zmiany 

temperatury ciağa zwierzňcia. Wyb·r najbardziej odpowiednich dla zwierzňcia parametr·w 

pracy materaca chğodzŃcego okazağ siň szczeg·lnie istotnym aspektem badaŒ, ze wzglňdu na 

wpğyw zğoŨonych mechanizm·w termoregulacyjnych zwierzňcia na odczuwalny przez zwierzň 

efekt chğodzŃcy. Dlatego teŨ, druga kampania eksperymentalna zostağa rozszerzona o nowŃ 

strategiň opomiarowania fizjologicznych reakcji krowy, bňdŃcych wskaŦnikami informujŃcymi 

i procesach wymiany ciepğa z otoczeniem. Ponadto, stanowisko badawcze zostağo rozszerzone 

o drugi materac wodny o tej samej geometrii, tak aby umoŨliwiĺ sprawdzenie powtarzalnoŜci 

uzyskanych wynik·w. Uzyskane w kampanii dane, miağy r·wnieŨ mieĺ istotne znaczenie pod 

wzglňdem sprawdzenia uŨytecznoŜci zaproponowanych sposob·w opomiarowania do wczesnej 

detekcji stresu cieplnego u kr·w, wpğywajŃc tym samym na decyzjň o podjňciu odpowiedniej 

strategii chğodzenia. 

Przeprowadzone w obszarze tej rozprawy doktorskiej badania potwierdziğy skutecznoŜĺ 

chğodzenia bydğa przy uŨyciu opisanego wczeŜniej materaca wodnego, wskazujŃc na jego 

potencjağ jako nowego rozwiŃzania chğodzŃcego w sektorze hodowlanym, szczeg·lnie przy 

takich warunkach Ŝrodowiskowych, w kt·rych dziağania innych dostňpnych komercyjnie metod 

jest ograniczone. BiorŃc pod uwagň interdyscyplinarnoŜĺ tego obszaru badaŒ, na ten moment 

brakuje odpowiednich czujnik·w i metod opomiarowania bydğa, kt·ra umoŨliwiğaby wskazanie 

jednego parametru okreŜlajŃcego poziom doŜwiadczanego przez zwierzň stresu cieplnego. 

Parametr ten byğyby natomiast szczeg·lnie istotny, chcŃc wğaŜciwie zrozumieĺ zğoŨone 

oddziağywanie proces·w termoregulacyjnych zwierzňcia na jego r·wnowagň termicznŃ i 

dobrostan oraz odpowiedŦ na procesy chğodzenia, podczas doŜwiadczanego przez nie 

obciŃŨenia cieplnego. Przyszğy potencjağ tego rozwiŃzania jest szczeg·lnie zorientowany na 

dob·r odpowiedniej sekwencji i parametr·w jego pracy, dostosowujŃc je do indywidualnych 

potrzeb zwierzňcia dla zmiennych warunk·w Ŝrodowiskowych. Ponadto, biorŃc pod uwagň 

ukğad zasilajŃcy materac w wodň chğodzŃcŃ, szczeg·lnie istotnym kierunkiem jego rozwoju jest 

moŨliwoŜĺ hybrydowej pracy, stosujŃc rozwiŃzania oparte na odnawialnych Ŧr·dğach energii, 

wykorzystujŃc do tego systemy fotowoltaiczne. geotermalne, a takŨe poprzez zastosowanie 

agregatu absorpcyjnego. Takie podejŜcie pozwala na wykorzystanie alternatywnych Ŧr·değ 

energii, podnoszŃcych wydajnoŜĺ chğodzenia wzglňdem konwencjonalnych rozwiŃzaŒ, 

przyczyniajŃc siň tym samym do rozwoju tego obszaru naukowego oraz zğagodzenia zmian 

klimatycznych. 
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Chapter 1 

1. Introduction 
 

This chapter describes the background of the conducted research in terms of global challenges 

of industrial development, such as climate change, water scarcity, increasing energy 

consumption, and food security problems. Life on earth is increasingly threatened by societyôs 

consumer needs and structures. For that reason, the sustainable approach becomes crucial for 

further development, and wellbeing. Sustainable means that actions taken to cover the needs 

preserve also the balance of the ecosystem, preventing the depletion of natural or physical 

resources. Green solutions oriented on water and energy savings, and conscious living, 

implemented not only in the industrial and agricultural sectors but also in the cultural and social 

environments, shape the future world, based on broadly understood respect for life and balance 

between nature, and technology, being an important element of sustainable living. This 

paragraph is divided into four main sections: first, the global challenges of industrial 

development will be extended, then it will focus on how they affect the breeding sector, and 

what solutions are already implemented, and finally, the developed in this PhD thesis solution 

will be introduced, as the innovative approach for heat stress reduction in dairy cattle. 

1.1. Global challenges of industrial development 

The rapid, and unconscious, in terms of the globally shared responsibility, increase in industrial 

world development within the last century, became the cause of unbalanced ecosystems on the 

globe. The ongoing climate change, extreme weather events, the water scarcity, are the planetôs 

response to excessive exploitation of resources. Simultaneously, both, the increasing needs of 

the consumer world, as well as, climate change, and connected to it rise of the cooling demand, 

increased energy consumption, influencing food insecurity. Breaking that vicious circle by 

sustainable development, and conscious living, become of utmost importance to the earth and 

society. In the following sections, the mentioned challenges will be discussed more widely. 

Climate change 

Global industrial development in the last century increased significantly greenhouse gas 

emissions, such as carbon dioxide (CO2) and methane (CH4). In the state of balance, existing in 

nature, greenhouse gases ensure the proper level of temperature on the Earth, which is called 

the greenhouse effect. In this process, the mentioned gases transfer the shortwave radiation 

emitted by the Sun to the Earth and absorb the longwave radiation emitted by the warmed Earth. 

To maintain the stable temperature of the Earth, the amount of absorbed (emitted by the Sun, 

and by the greenhouse gases), and emitted energy need to be equivalent. However, the increased 

amount of greenhouse gases in the atmosphere disturbs the natural balance of the planet, by 
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absorbing more energy and making more difficult its emission to cosmic space. In effect, that 

surplus energy is accumulated on the Earth (especially in the oceans), increasing its global 

temperature. In Figure 1.1, the deviation of a 2023 year's average surface temperature from the 

1991-2020 mean is presented as a world map [1]. Countries characterized by extensive 

industrial development are characterized by the highest temperature increase, up to 1.5ϲC, and 

Poland is close to that value with a temperature of 1.37ϲC. Furthermore, in Figure 1.2 the global 

average land-sea temperature anomaly relative to the 1961-1990 average temperature baseline 

is presented. The rapid increase of the global temperature started in 1980, and continues to this 

day achieving in 2024 a value close to the threshold of 1.5ϲC. Therefore, the global shift to 

green solutions, based on reduced greenhouse gas emissions is crucial for further life on the 

Earth. 

 

Figure 1.1. The deviation of a 2023 year's average surface temperature from the 1991-2020 

mean (data source: Contains modified Copernicus Climate Change Service information, from 

Our World in Data, 2024 [1]). 

 

Figure 1.2. Global average land-sea temperature anomaly relative to the 1961-1990 average 

temperature baseline, the gray lines represent the upper and lower bounds of the 95% 

confidence interval (source: Met Office Hadley Centre, from Our World in Data, 2024 [1]) 
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However, the increase in the global average temperature is not the only indicator of climate 

change. The weather anomalies become more frequent, and dangerous for all living beings on 

the Earth. The one that is an easy noticeable in day-to-day life, is the heat waves occurrence. 

Generally,  the heat wave is a prolongate period of abnormally hot weather, when temperature 

increases above the threshold. The thresholds are differently defined, but according to [2], [3], 

it is a period of at least 3 days, when the exterior temperature exceeds 30ϲC. The cause of the 

heat wave is high atmospheric pressure that moves in and pushes warm air toward the ground. 

The compressed this way air warms up. Furthermore, the high-pressure system expands 

vertically, causing changes in the courses of other weather systems. Minimized wind and cloud 

cover effects with its prolongate character. The heating effect becomes intensified due to the 

warmed, moisture-less ground, which additionally accumulates the heat, which becomes 

trapped by the high-pressure system. In terms of climate change, the frequency, duration, 

magnitude, and extent are monitored. In Figure 1.3 trends of these parameters in years 1950-

2021 are presented on the global map [4]. Significant increase in all parameters is observed 

within the world, especially in South America, Europe, North Africa, South Asia, and what is 

crucial in terms of glaciers melting, the South Pole. In Poland the heat wave extent and 

magnitude are the most important parameters in terms of their intensity within the last decades. 

It results with persisting high air temperatures over a large area of the country, affecting a large 

share of the national breeding sector, within one heat wave period. 

Within recent years, the heat wave issue has become even more crucial for living beings [5] 

Between 2000-2019 it was estimated that approximately 489 000 deaths caused by heat stress 

occurred each year (45% of these in Asia, 36% in Europe) [6]. In the summer period of 2022 in 

Europe, 61 672 deaths have been estimated to occur due to heat stress [7]. However, the heat 

waves are even more dangerous for farm animals, such as cattle, and sheep [8]. Cattle natural 

boundaries of thermal comfort are shifted to lower temperatures, whose ranges can vary from 

the source, according to [9], [10] it is in a range of 5-25ϲC. Furthermore, numerous herds are 

naturally kept on the pastures, and if barns are applied, they are not equipped with air cooling 

systems, due to the complex building structures, and enormous heat losses. In effect, thousands 

of cattle deaths were reported in the USA in the summer periods of 2022-2023 [11], [12] 

highlighting the heat wave importance in the breeding sector. 
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Figure 1.3. Trends over the 1950-2021 period, in warm-season heat wave (HW) 

characteristics: a) annual frequency (in days decade -1); b) maximum duration in the year (in 

days decade -1); c) magnitude (in ÁC decade -1); d) annual maximum areal extent (in 106 km2 

decade -1). Gray shading identifies regions of missing data [4]. Source: Berkely Earth data set. 

Global energy consumption 

Both, industrial development, as well as covering peopleôs needs to maintain their wellbeing, 

are the reason for the increased global energy demand, and consumption. It concerns also the 

increased energy demand for air cooling, caused by climate change. Figure 1.4 presents the 

rising trend in energy consumption over 1990-2023, differentiated by regions, where Asia 

contributes the most to that increase. In 2023, the global energy consumption growth 
accelerated, reaching 2.2%, being much higher than its average 2010-2019 growth rate, which 

reached 1.5%/year [13]. 
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Figure 1.4. The trend in energy consumption over 1990-2023 (in Mtoe) [13]. 

The main problems with global energy consumption are connected with the extremely different 

situations among the countries. Highly developed countries produce too large amount of 

greenhouse gas emissions, contributing to the global temperature increase. On the other hand, 

there are still countries characterized by energy poverty. Poverty means a lack of access or 

limited access to heating energy, and electricity, influencing peopleôs living conditions and 

health.  In Figure 1.5 the CO2 emissions per capita are presented with marked countries affected 

by energy poverty [14]. 

Therefore, the development in the energy sector needs to be based on clean, renewable energy 

sources, with high economic accessibility, which could reduce greenhouse gas emissions, and 

reduce energy poverty. Such balance is difficult to achieve, and at this moment, there is a lack 

of large-scale energy alternatives to fossil fuels that would be cheap, safe, and sustainable. 

However, global change can be made by taking small steps in individual sectors and changing 

awareness of the problems.  
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Figure 1.5. CO2 emission per capita vs GDP per capita (source: Global Carbon Budget 

(2024); Population based on various sources (2024) ï with major processing by Our World in 

Data [14]) 

Although fossil fuels are still dominant in the energy mix with its rising trend, due to increased 

energy consumption, the shift to renewable energy sources is visible with its increased 

contribution to overall electricity production. Therefore the innovative solutions based on 

renewable energy sources, implemented in varied industrial sectors and domestic applications, 

could beneficially contribute to tackling energy problems. 

Water scarcity 

Another significant challenge is increasing water scarcity. The global water budget is under 

pressure, due to annual water withdrawals, defined as freshwater taken from the ground or 

surface water sources (permanently or temporarily) and transported to a place of use, achieving 

the 10% of internal renewable water resources from rivers and aquifers (amount to 44 000 

km3/year) [15]. The level of water stress, which occurs when water demand exceeds its available 

amount in a certain period and considered area, generated by all sectors is presented in Figure 

1.6. Although, the average water scarcity on the globe reached 18%, substantial regional 

variations can be observed. Furthermore, the substantial contribution to water withdrawals is 

caused by the agricultural sector, which is presented in Figure 1.7. Comparing both maps, it is 

worth noticing that regions with a high water stress level, such as Central Asia, Middle Eastï

Western Asia, and Northern Africa, or the USA, are also using a large amount of their water 

withdrawals for the agricultural sector. Therefore, the solutions based on water reuse and 

desalination should be already applicable in water-scarce areas (Middle EastïWestern Asia). 

However, such contribution level highlights the urgent need for sustainable, greener solutions, 

providing water savings in this sector. 
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Figure 1.6. Level of water stress of all sectors by major basin, 2018 [15]. 

 

Figure 1.7. Level of water stress due to the agricultural sector by basin, 2018 [15]. 

 

Figure 1.8. Projected ratio of human water demand to water availability (water stress level) in 

2050, according to Ăbusiness as usualò scenario=midle-of-the-road future where temperature 

increase by 2.8ϲC to 4.6ϲC by 2100  (data source: World Resources Institute [16], [17]). 



16 
 

Following, the global development and population increase, the future predictions indicate that 

water demand will increase significantly by 2050, according to World Resources Institute 

projections [16], [17]. Predictions presented in Figure 1.8, indicate that 51 of the 164 analyzed 

regions are expected to be affected by extremely high water stress, which corresponds to 31% 

of the population. Although for Poland water stress level is low at this moment, the predicted 

consumption rate will reach from 20% to 40% of available resources. It is also worth noticing 

a high consumption rate predicted for Australia, which is also one of the global leaders in the 

developing breeding sector, with a large cattle population. The presented scenario highlights 

the importance of the sustainable approach to global water distribution and consumption, being 

necessary for future living..  

Food security 

The definition of food security evolved within the development of globalization, from the basic 

meaning of the ability to ensure biological survival, to also the availability/affordability of food, 

its nutritional quality, and the sustainability of food systems (according to the UN and the Food 

and Agriculture Organization of the United Nations (FAO)). Since 2014, the number of people 

in hunger is gradually increasing. The reason for that is a continuously rising global population 

(from 2.6 mld in 1950 to 8.2 mld in 2024), which corresponds to the increased food demand, 

as well as excessive food production in highly developed countries, being the cause of food 

waste. FAOôs estimation indicates, that about 8.9% of the world's population is suffering from 

hunger. According to FAO statistics [18] not only Africa is affected by food insecurity, but also 

such regions as Australia, South America, and Brazil, or numerous European countries, 

characterized also by a large cattle population, and developed dairy sector. Unsustainable, in 

terms of global needs, food production, as well as climate changes threatening the crops and 

breeding, due to droughts, heat waves, and water scarcity problems, became the major 

contributors to global food insecurity. Therefore, the sustainable approach, and implementation 

of non-conventional, green solutions, alleviating the effects of these factors, will take a 

significant role in future food systems development.  

Challenges for the breeding sector 

The breeding sector has been under intensive development in recent years. Increased demand 

for food, with a special interest in dairy products, caused the growing number of cattle in the 

world. In  

Table 1.1 top 10 world and European countries in terms of the number of dairy cattle in 2022 

are presented [19]. India, Brazil, and the USA are the countries with a huge number of cattle. 

They are also characterized by the hot climate, and for that reason especially affected by climate 

change. Furthermore, in those countries, there is a relatively high level of heat wave occurrence, 

water scarcity, and food security problems. Such conditions make cattle breeding in those 

regions very challenging, especially in terms of global development trends. Furthermore, in 

countries such as India, which are affected by energy poverty, the development of the breeding 

sector needs to be based on solutions that could provide energy savings. 

Hot weather conditions are difficult to tackle by cattle, due to their thermal comfort boundaries 

shifted to lower air temperatures, between 5ÁC and 25ÁC. Additionally, dairy cattle produce 

more metabolic heat necessary for milk production. For that reason, the European countries, 



17 
 

characterized by lower summer temperatures, such as Germany, France, as well as Poland, 

which also lead in statistics, especially considering the density of cattle (number of heads per 

square kilometer), need to face the same challenges in the breeding sector. 

Table 1.1. Top 10 world and European countries in terms of the number of dairy cattle in 2022. 

No World  No of cattle, An Europe No of cattle, An 

1 India 55640213 Russian Federation 6268581 

2 Pakistan 15764000 Germany 3809720 

3 Brazil 15740153 France 3230860 

4 China, mainland 12176453 Poland 2037280 

5 United States of America 9377000 Italy 1865000 

6 Ethiopia 9054213 

United Kingdom of 

Great Britain and 

Northern Ireland 

1850000 

7 Bangladesh 8645000 Netherlands  1570000 

8 Sudan 8326629 Ireland 1510310 

9 
United Republic of 

Tanzania 
7859658 Ukraine 1483800 

10 South Sudan 7382078 Belarus 1447300 

The increase in air temperature and humidity affects animalsô natural thermal balance. When a 

cow produces more heat than can dissipate to the environment, she becomes under heat stress 

increasing her body temperature. The increase even by 0.5ϲC causes negative consequences to 

the animalôs health [20]. To tackle that issue, animal activates the thermoregulatory processes, 

which will be the focus of Chapter 7 of this PhD thesis. When the air temperature reaches the 

level of skin temperature (35ÁC), the main heat dissipation capability is through the evaporative 

processes. The prolongate heat stress conditions, being an effect of heat waves, make an animal 

unable to regenerate even during the night. Furthermore, the hormonal and behavioral changes 

start to occur [21]. Cow stands for a longer time to increase the convective heat losses [22]. 

Furthermore, she reduces the feed intake, and milk production [23] to reduce the metabolic heat 

production. In effect, numerous health problems, such as lameness, or acidosis affect the animal 

[24], being the cause of economic losses for the breeder, due to veterinary services and reduced 

milk production. In extreme conditions, heat stress becomes the cause of animal death [25], 

which was globally reported during recent summer periods. It makes this issue significant in 

terms of the worldwide food security problem. 

Therefore, the effective cooling systems applied to the barns could reduce the heat stress 

problem. However, due to the structure of the livestock buildings, characterized by no or little 

insulation, and open air circulation, the application of traditional air condition systems would 
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generate much more losses than benefits, especially in the point of need. For that reason, cattleôs 

cooling systems available on the market are based on local cooling, by intensifying animalsô 

heat dissipation through convective and evaporative heat losses. However, such systems are 

usually based on fan systems, and open water circuits applied to sprinklers or mist systems [26]. 

Such solutions are characterized by high electricity and water consumption, and limited 

application in terms of animal wellbeing. Considering, the global increase in energy demand, 

and water scarcity, the development of innovative solutions, which could tackle the heat stress 

issue became crucial for future breeding. The review of the available cooling systems for cattle 

will be described in detail in the next subsection. 

1.2. Cooling technologies in the dairy sector 

The basic method used for improving the thermal comfort of the animal is providing proper 

shading to reduce the heat gains through radiation. Such an approach is beneficial for cattle in 

terms of their physiology, behavior, and production [27], [28], [29]. However, it does not 

provide proper thermal conditions for the animal, since high temperature and humidity of air 

still limit the animalsô natural ability for heat dissipation [30]. It is the only applicable passive 

method used for the outdoor environment. Indoor methods are focused on modifying the 

construction of livestock buildings and used materials, as well as enhancing natural ventilation 

methods [31]. However, passive methods alone are not sufficient for heat stress alleviation, 

especially concerning the ongoing climate change. For that reason, the development of active 

solutions become crucial in this field. This paragraph will be focused on active cooling systems 

installed inside the barn, and based on local heat removal from cattle. They can be divided by 

the heat dissipation mechanisms. Convective cooling is intensified by air supply systems,  

evaporative cooling by sprinkler systems, and conductive cooling uses different types of heat 

exchangers in bedding areas. In the following section available solutions will be discussed more 

precisely. 

Convective cooling - air supply systems 

Livestock buildings, due to their functionality need to be properly ventilated to maintain 

hygiene conditions. Both, the digestive and excretory processes are the source of harmful gases, 

such as methane (CH4) and ammonia (NH3) [32], and reduction of their concentration is crucial 

for animal wellbeing. For this purpose, natural or mechanical ventilation systems are used, in 

which fresh air is supplied by the special ducks located in the walls or open window systems, 

and used air is discharged through the chimney or other side of the barn. The natural ventilation 

process is based on thermal air movement, and the mechanical one on the pressure difference 

forced by the exhaust fan systems (chimney or wall fans). The combined systems [33] 

(c.f. Figure 1.9), in which the natural ventilation can be switched to the mechanical one, provide 

better management of the ventilation process and reduced electricity consumption. Although 

such systems regulate the air quality, the achieved within them air movement usually is not 

sufficient in terms of convective cooling.  
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Figure 1.9. Combined natural and mechanical ventilation systems, applied to the barns 

(Figure source: [34]).  

The air-forced convective cooling effect is achieved by directing the airflow toward the cows. 

It is one of the commonly used methods to maintain optimal environmental conditions and 

mitigate heat stress [35], [36]. The most common technology applicable in cowsheds is based 

on designed for this purpose sailing fan systems [37]. However, to cover each cow with the 

fan's operating range, a significant number of them must be implemented, which increases the 

installation costs and electricity consumption. Furthermore, the effectiveness of cooling is 

determined by the airflow and direction, which differs among the cowsô locations [38]. The 

effectiveness of convective cooling is higher for lower air temperatures, suggesting its 

applicability to the nocturnal hours [39]. Figure 1.10 presents a scheme and a real photo of a 

commercially available fan-based solution. 

  

Figure 1.10. The scheme and the picture of a commercially available fan-based convective 

cooling system (Figures source: [40]). 

The alternative solutions developed in recent years are focused on individual precision cooling 

systems for cows. The precision air supply system [41] consists of the main duct with several 

subsidiary distribution tubes, directed to the animal under a selected angle (c.f. Figure 1.11). 

The perforated air-ducting system [42], [43], [44], usually is based on ducts or tubes with small 

orifices along their length adjusted to the animalsô location inside the barn. The commercially 

available solution, based on these approaches is a positive pressure vent tube system (c.f. Figure 

1.11). It consists of the fresh air-supplied tubes, fitted to the length of the building, and 

suspended directly above the animals. Each tube is supplied with air by fun located at its one 
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end, which is delivered directly to the area of animalsô bodies through precisely fitted orifices. 

The positive-pressure precision ventilation system described in [45] is intended to provide jet 

flows inside the barn using the positive-pressure fans introducing the air to the collector 

chamber, which is then precisely distributed to animals [46]. 

  

Figure 1.11. On the left-hand side, the scheme of a precision air supply system and on the 

right-hand side the picture of a commercially available positive pressure vent tube system 

used for convective cooling (Figures sources: [41], [47]). 

Therefore, such solutions are better adapted to animalsô needs, improving the cooling 

effectiveness, and reducing costs, and energy consumption by the limited number of fans. 

However, the cooling effectiveness of that solution is limited by the air temperature supplying 

the tube system, bringing it applicability only for moderately high ambient temperatures, when 

activated convective heat losses are still a sufficient thermal regulation method. Therefore, 

adding the evaporative cooling pads to reduce the air temperature needs to be considered for 

higher ambient temperatures [45]. 

Evaporative cooling - open water cycles 

Convective cooling methods become insufficient in heat stress reduction for extremely hot 

environmental conditions especially when the ambient temperature reaches the temperature of 

the animalôs skin. For that reason, usually, they are combined with the evaporative cooling 

methods as misting fans [48]. The most widely used evaporative method is a sprinkler 

system [35], which provides water directly on the animalôs body, wetting their surface, where 

heat can be dissipated within the evaporation. Dropletsô size is a crucial parameter in achieving 

cooling effectiveness within this method [49]. They need to be large enough to ensure the water 

penetration of the hair coat and wet cowsô skin. Small droplets are used in mist systems, whose 

main goal is to reduce the temperature of the air around the cow. However, it leads to increasing 

air humidity, and for that reason, their application is limited to the dry climate [50]. Both 

systems increase the water demand in the livestock sector, due to their operation in open water 

cycles. Furthermore, due to the hygiene conditions, they can not be used in the bedding areas 

[51], which limits their applicability in the cow's daily cycle. Usually, they are used in the 

feeding lines (c.f. Figure 1.12), and before the milking. A recent study [52] considered the 

supplemental cooling method. based on providing the cooled air and mist, that an animal could 

inhale, and thus be cooled down while lying down in free-stalls. To reduce the water demand, 

consideration of the external environment and cowsô activities need to be taken into account in 

control algorithms [53]. Further development of that solution focused on applying the proper 

control system, which turns on the system only when the air temperature exceeds the threshold 
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and works in time intervals, or when animal movement is detected (in the corridor area) [54]. 

Lastly, evaporative systems can be used only, when the air humidity is low enough, due to their 

contribution to its increase, and in effect limited heat dissipation capabilities. Moreover, the 

studied psychological response of the cattle, proved that this method is not the animalsô 

preferable one [49].  

 
 

Figure 1.12. The scheme and the picture of the sprinklers system applied in the feed line 

(Figures sources: [55], [54]). 

The innovative pad cooling solution, developed commercially, provides air cooling in the 

evaporation process [56], before its application to the barn through the tube systems. Although 

it can reduce the air temperature, it is still limited by the relative humidity of the air. 

Conductive cooling ï heat exchangers 

Limitations of the previously described solutions directed further development of the cooling 

technologies to the conductive heat dissipation. Dairy cattle kept in freestall barns need to rest 

in the lying position from 12h to 14h per day [57]. Furthermore, the lying position limits the 

convective cooling, due to reduced skin surface washed by the airflow. For that reason, the 

solution that would enable heat removal in the bedding area became a potential alternative to 

the well-known solutions. However, the conduction efficiency depends mostly on the contact 

surface between the cow and the bedding, which amounts to only 20% of the cowôs entire body 

[58]. This aspect cannot be changed and is therefore one of the constraints limiting this solution. 

The first developed and experimentally verified solutions were based on a heat exchanger with 

circulating water buried under the bedding. Due to the mechanical limitations, and the animalsô 

comfort, it has to be covered with a thick layer of litter (sand or straw). The type and depth of 

the litter were studied by RadoŒ et al. [59], who developed a CFD (Computational Fluid 

Dynamic) model in which they took into consideration the transient heat exchange between the 

cowôs body and the bedding (a mattress with rubber granules). His research showed that sand 

bedding had a higher heat flux than straw and a mattress with rubber granulates. Ortiz et al. [60] 

studied the heat exchanger operation, considering a different layer thickness of the litter. Zhao 

et al. [61] considered conductive cooling using 3 water pipes buried under the sand as a heat 

exchanger, for which there was a positive effect on the heat transfer between the sand and the 

simulated cow. Mondaca et al. [62], in a similar solution, proved the relationship between the 

heat exchangerôs efficiency and the thickness of the bedding present between the heat exchanger 

and the animal. The model they created was capable of predicting the amount of heat transferred 

from the cow by conduction, which was in the range of 100 - 200 W/m2, previously reported 

also by Bastian et al. in [58]. A different type of heat exchanger, utilizing a waterbed, was 

proposed and simulated by Rojano [63], with similar values of the achieved heat fluxes. This 
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idea was later developed by Perano et al. [64]. It was based on a commercially available water 

mattress for dairy cattle, modified by cutting diagonally opposite corners to ensure the 

circulation of ice water inside the mattress. The surface of the mattress was covered with a thin 

layer of bedding, providing greater thermal conductivity compared to heat exchangers buried 

under the sand. Further study indicated also a high influence of the litter thickness especially 

considering the insulative properties of the rubber [65]. The CFD model from the experimental 

results was developed by Gebremedhin et al. [66]. Since the last experiments conducted in that 

area, two conductive cooling technologies have become commercially available, and only one 

being cooling solution developed for waterbeds, characterized by additional pipes for the water 

coolant immersed in its design [67].  

The interesting proposition is also the evaporative chiller conduction cooling, in which 

conductive cooling through water-supplied mats is combined with the evaporative chiller used 

to cool down the air, directed toward the cow [68]. Therefore, such systems could replace the 

commonly used combination of soakers or sprinkler systems and fans. Both combinations are 

presented in Figure 1.13. 

 
Figure 1.13. Proposed the evaporative chiller conduction cooling as the alternative to soakers 

and fans combination (Figure source: [68]). 

Although conductive cooling is reported as a promising method for future application, the water 

mattress design, especially determining the water distribution system became its crucial aspect 

in terms of cooling efficiency. Nonetheless, little research has been done in this area. Based on 

the state of the literature review, there is only one study [63], which considered the heat 

exchangerôs design, with no focus on the waterbed-based solutions. Therefore, this PhD thesis 

is an answer tentative approach to this knowledge gap and progressive challenges of industrial 

development, described previously.  

1.3. Motivation and Contributions 

The introduction outlined the importance of climate change and its impact on the breeding 

sector, especially in terms of the heat stress phenomenon in cattle, being a significant problem 

for numerous countries in the world. Within the last decade, the interest in the heat stress of 

cattle increased rapidly in the scientific community, highlighting the importance of that 

interdisciplinary field. The scale of this problem encompasses animalsô welfare and serious 

health consequences, limited by the efficiency of cooling methods applicable to the cowsheds 
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caused by the great thermal losses through their structure, as well as limitations of specific 

cooling solutions and their overall impact on the environment. 

As presented above, many of the developed solutions for heat stress mitigation in cattle are 

based on convective and evaporative heat dissipation based on forced airflow and various 

sprinkler systems, commonly combining their operation. These solutions are commercially 

accessible and often used in the cowsheds. However, their operation is connected with high 

electricity and water consumption. Furthermore, their applicability is limited by the hygiene 

conditions in the bedding area, as well as the increased relative humidity of the air, which 

restricts the heat losses from the animal. The main objective of this study was to develop an 

innovative cooling mattress for cattle, allowing alleviation of the effect of the heat stress 

phenomenon, covering the research gap recently reported by numerous authors in this 

interdisciplinary field. 

Therefore this PhD thesis provides a novel cooling solution for cattle, based on the cooling 

water mattress used as the bedding, trying to tackle the aformentioned limitations of the 

conventional cooling technologies in the breeding sector. The developed solution is based on 

conductive heat transfer from the animal to the water mattress surface, and thus to the 

circulating chilled water. In the research community, there are still only a few studies focused 

on this subject. To the authorôs knowledge, based on the literature review, only four universities 

in the entire world, and all of them from the USA: Cornell University, The University of 

Arizona, The University of Wisconsin-Madison, and The University of California-Davis were 

so far, till recently involved in studies about the conductive cooling of dairy cows applying 

some sort of heat exchanger, which were described in the previous subsection of this PhD thesis. 

The main drawbacks highlighted by those studies focused on limited heat transfer from the 

animal, and a thick layer of insulative sand covering the heat exchangers to achieve proper 

comfort of the animal. Worldwide, till recently only one research group studied the water 

mattress application for this purpose. However, the influence of the water mattress geometry 

on the heat transfer was not considered, as well as the adaptation of the operational parameters 

of the water mattress to the individual needs of the animals in terms of their thermoregulatory 

mechanism, which is especially characterized by a high potential for such a solution. Such an 

approach was applied within this PhD thesis bringing a new perspective on this subject.  

For this purpose, four different geometries of the cooling water mattress were proposed, and 

simulated in the Ansys Fluent environment, then compared in terms of the chilled water 

distribution, surface heat fluxes, technological challenges, and animal welfare. To the authorôs 

knowledge, such an approach was not attempted before in this interdisciplinary field, 

contributing with new concepts for the cooling water mattress design, and theoretical 

limitations of its different geometries, being important for the future development of such a 

solution. 

Selected geometry was developed to the prototype test stand and experimentally tested in both, 

laboratory and real barn conditions. The water mattress was equipped with temperature sensors 

in its interior, which enabled the continuous observation of the chilled water temperature 

distribution. Furthermore, chilled water supplying the water mattress was produced and 

distributed by dedicated hydraulic installation, being under supervisory control and data 

acquisition system, enabling regulation of the operational parameters of the water mattress and 

its up-to-date observation. Two, 30 and 29 days long experimental campaigns conducted in real 
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barn conditions enabled the practical assessment of the developed solution working under 

different chilled water temperature setpoints in changing environmental conditions. Such a 

system enables applying the adaptive approach to animalsô cooling, following the individual 

needs of the cow, being a novel concept for such an application, contributing to its possible 

further development and future application in precisive farming. 

To assess the direct cooling effect on the animalôs body during the experiments, an IR 

thermography was used, being a susceptible tool for skin temperature observation, and 

correlated with it thermoregulatory mechanism of the animal. To the authorôs knowledge, such 

observations in terms of conductive cooling methods for cattle and possible limitations in heat 

transfer, caused by the natural thermal responses of the animal for the selected chilled water 

temperature setpoints, were not considered before. It provided a new perspective on the 

practical limitations of such a solution, highlighting the importance of the chilled water 

temperature suitably selected for animal needs in different environmental conditions. 

Furthermore, to continuously monitor animalsô physiological responses to cooling in terms of 

the experienced heat stress level, a novel approach in monitoring strategy was applied. The 

heart rate sensor and skin and body temperature sensor were applied during the second 

experimental campaign in 2023. Their application was limited, due to their novel character in 

the real barn environment, restricting their accuracy assessment. However, the observations 

made during the experiments indicated their potential for further development and future 

application in precisive breeding, which could be especially useful in early heat stress detection. 

It is hoped that the results presented in this PhD thesis will contribute to the research 

community, providing both, theoretical and experimental study of the novel cooling solution 

for cattle. 
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Chapter 2 

2. Research hypothesis and outline of the 

conducted study 
 

This chapter will present the research thesis that is under consideration within this PhD thesis, 

as well as the research questions raised during that process. The second subsection will be 

focused on the outline of the conducted study. 

2.1. Research hypothesis and questions 

The main goal of this PhD thesis was to develop an innovative cooling solution for the dairy 

sector, which could reduce the effect of heat stress in cattle. The novelty of the developed 

solution is based on applying a specially modified water mattress working in a closed chilled 

water circuit, providing conductive cooling to the animal. The research hypothesis that was 

experimentally proved within this study is as follows: 

The modified flow-based water mattress for cattle is an effective cooling method allowing the 

reduction of cowôs heat stress. 

The interdisciplinarity of that topic area combines thermal science with technical and economic 

challenges, as well as the animalôs welfare. The novelty of the developed solution and applied 

within the study methods brought several challenging research questions. The main ones were 

as follows: 

¶ What geometry of the cooling water mattress improves the heat transfer between chilled 

water and animal, compared to known conductive cooling solutions, while ensuring 

animal comfort? 

¶ What setpoints of the water mattressô operating parameters ensure the appropriate level 

of animal cooling? 

¶ How does the developed water mattress influence the animalôs physiological and 

behavioral reactions in terms of its thermal comfort? 

Answering those questions determined the next stages of the conducted study, which are 

described in the following subsection of this chapter. 

2.2. Outline of the conducted study 

In order, to outline the framework of the study, as well as adopted research methods, the 

following stages of the study will be concisely described within this subsection.  
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First, the geometry of the water mattress was selected from among four different propositions, 

carefully considered in terms of the chilled water flow, heat transfer, feasibility of the concept, 

and animal welfare. Each of them was 3-D modeled, then, adopted to the Ansys meshing 

module. Computational Fluid Dynamic (CFD) simulations conducted in Ansys Fluent 

Environment provided information about potential heat fluxes achieved within these 

geometries, on which the selection process was based. Detailed information about this stage of 

the study is described in Chapter 3 of this PhD thesis. 

Next, the prototype water mattress was built and iteratively improved in terms of its design to 

achieve its smooth operation with the chilled water production and distribution system. A 

detailed description of the entire cooling system is presented in Chapter 4 of this PhD thesis. 

Such a test stand was applied to laboratory experiments. Their main goal was to monitor the 

cooling process within the developed water mattress in simplified boundary conditions, which 

were assumed for the simulation. The obtained results were then compared with those from the 

simulation. Furthermore, the observations made for different chilled water temperature 

setpoints used for cooling narrowed the range of this parameter used in further experimental 

campaigns. This stage is described in detail in Chapter 5 of this PhD thesis. 

The following step was implementing the developed water mattress to real barn conditions in 

order to check its operation in a target environment and observe its cooling effect on cattle for 

different cooling water temperature setpoints. For that approach, the IR thermography was used. 

The experimental campaign was conducted during the summer period of 2022 and lasted one 

month, within several experimental series. A detailed methodology of this study and its results 

are described in Chapter 6 of this PhD thesis. Within the next year, the experimental set-up was 

extended by building the second water mattress, with the main goal of verifying the 

repeatability of the results. Furthermore, a new monitoring strategy of the animalôs 

physiological reactions to cooling was developed and applied. For that purpose, several sensors 

for skin temperature, rumen temperature, and heart rate measurements were applied during the 

second experimental campaign conducted during the summer period of 2023. Details 

concerning the methodology and results can be also found in Chapter 6 of this PhD thesis. 

Additionally, the cooling solution was compared with the referenced environment in terms of 

cattle thermal balance, distinguishing between conductive, convective, radiative, and 

evaporative heat losses. For that purpose, the equations used in the zootechnical sector were 

used. Results with the analysis of animal thermoregulatory processes are described in Chapter 7 

of this PhD thesis. General conclusions are gathered and presented with proposed future works 

expanding this research area in Chapter 8, being the final one of this PhD thesis 
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Chapter 3 

3. Model-based cooling water mattress 

design development 
 

This chapter presents the designing and modeling process of the cooling water mattress, being 

the main subject of this PhD thesis. The first step of the proposed study was focused on the 

development of the water mattress geometry, which would be applicable in terms of the heat 

transfer between cooling water and the animal, the well-being of the animal, and the feasibility 

of that solution. To meet these three conceptual lines, four geometries, based on a modification 

of the commercially available water mattresses were proposed. Each geometry was developed 

as 3-D model using Autodesk Inventor Professional 2020 software. The conducted analysis 

considered three different commercially available mattresses: Dual Cow Chamber (DCC) 

Waterbed, Single Chamber version of this model, both from one company, and AquaStar model 

from another company. Each proposed geometry was then applied to the Ansys meshing tool 

and developed as a computational fluid dynamic model simulated in Ansys Fluent software. 

The presented chapter is based on the authorôs publication, namely: Heat transfer efficiency as 

the determinant of the water mattress design: a sustainable cooling solution for the dairy sector, 

Bğotny J., S. Rosiek, (2022), Energy and thus uses direct text citations. Each proposed geometry 

and its model will be described in detail, then followed by the discussion and selection of the 

final geometry for further development in real conditions. 

3.1. Proposed geometries of the cooling water mattress 

All presented below models assumed an inlet on the upper part of the mattress and an outlet in 

the bottom part. It was conditioned by the 4Á slope of the concrete stall surface in most of the 

cowsheds, however it wasnôt considered in numerical simulations.  

The first proposed design (Model a) creates a meandric channel inside the mattress; this extends 

the liquid flow path and makes the water flow more turbulent. Potentially, it would ensure more 

effective heat transfer. A solution like this was designed for a single-chamber water mattress 

modification, adding four external panels fixed at a ψπЈ slope from the vertical line (c.f. Figure 

3.1). The slope oriented to the bottom of the mattress would also improve hygiene conditions 

of the bedding, by liquid discharge to the sewer. The pressurized chambers created in this design 

can also improve the cushioning capabilities of the water mattress. 
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Figure 3.1. Water mattress with meandric channel (model a). 

The second geometry was intended for a dual-chamber water mattress (the commercially 

available DCC Waterbed), and was an extension of the modification proposed by Perano at al. 

[64]. The innovative aspect of this design centered on the water distribution system. This 

comprises a distributor and a collector, each with a 25 mm diameter (c.f. Figure 3.2) and two 

rows of 22 orifices, with 12 mm and 15 mm diameters, respectively. The connection between 

the chambers limits the primary cushioning properties of the water mattress, but the smaller 

volume achieved by separating the chambers and the small diameter of the restricted channels 

(22 mm) might also create a sufficient effect. 

 
Figure 3.2. DCC Waterbed with water distribution system (model b). 

The third design applied the same water distribution system (described above) to the single 

chamber water mattress: the commercially available AquaStar model from the Bioret-Agri 

company (cf. Figure 3.3). The selected model is equipped with additional latex foam, wrapped 

in foil. In the assembly procedure, the rubber mattress is rolled onto the bottom edge, fixed with 

panels, and placed on the foam, ensuring additional cushioning. 
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Figure 3.3. AquaStar water mattress with water distribution system (model c). 

In the last design, a grooved rubber surface on the bottom of the mattress was proposed 

(cf. Figure 3.4). The structure ensures the water flow through the mattress, even when it is laden 

with the animal lying on top of it. The animalôs comfort is maintained by the water chamber 

beneath the channel. A uniform water flow is achieved by adding a 50 mm-diameter water 

distributor with 10 orifices (each with a 10 mm diameter). The collector was replaced by a 

single 50 mm-diameter outer orifice. 

 
Figure 3.4. Water mattress with grooved rubber bottom and water distribution system 

(model d). 

The water distribution system proposed in Model d is based on an perforated aluminium 

distributor. This system provides a more uniform flow inside the mattress, although it is more 

complex due to the higher demand on the coolant flow and the pressure in the system. The 

diameters of the distributor and the orifices were selected based on the pressure drop 

calculation, considering the technical guidelines for designing perforated pipes. The minimum 

diameter of the orifice should be at least Ὠ=13 mm to avoid plugging, although a smaller value 

would be acceptable in clean installations where there is a low risk of sediment build-up. The 
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maximum orifice diameter is equal to 0.2 times that of the distributorôs inner diameter. To 

provide sufficient pipe strength, the minimum distance (edge to edge) between adjacent orifices 

should be approximately equal to the hole diameter. Accordingly, the inner diameter chosen for 

the distributor is Ὀ=50 mm and the orifice diameter is 10 mm, which is possible given the 

cleanness of the installation and the distributorôs 940 mm length. Such parameters provide an 

inlet mass flow equal to 0.85 kg/s and a velocity inside the distributor of 0.43 m/s. 

The pressure drop required was calculated as being a ten-times greater than higher value 

between the kinetic energy Ὁ  calculated using Equation (3.1) and the pressure change caused 

by friction and momentum recovery calculated using Equation (3.2).  

 Ὁ ψρπϽ‌Ͻ”Ͻὠ ϽὈ  (3.1) 

 

 Ўὖ τπππϽὪϽ”ϽὒϽὐ Ͻ‌ϽὈ ρ ϽὉ 
(3.2) 

where Ὢ is the fanning friction factor, ὒ is the distributor length, and ὐ is a head loss factor. 

The kinetic energy Ὁ expressed as kPa per volume was derived from the basic kinetic energy 

formula, where the mass was extended to the product of density ” and the volume, while the 

velocity was extended to the ratio of the stream flow ὠ (in l/s) and the flowôs cross section, 

defined by the channelôs inner diameter, Ὀ  (in mm), in agreement with the continuity equation. 

The correction factor, ‌ȟ takes into account the flow friction, correlated with the Reynolds 

number. 

The minimum value of the pressure drop should be equal to 1.75 kPa to ensure uniform water 

distribution; this value was assumed for subsequent calculations. The number of orifices was 

determined by calculating the total area required for the pipe distributor orifices and the 

Reynolds number at the 2500 level, which already determines the distributor diameter. 

3.2. Computational Fluid Dynamics models  

In the following section, detailed information about the developed CFD models of the 

previously described cooling water mattressôs geometries will be presented, as well as boundary 

conditions, which were applied for the conducted simulations. 

3.2.1. Mesh development 

The geometries presented above were created as 3D models using Inventor software, 

distinguishing the assumed domains and then applying them to the Ansys Fluent Meshing 

module. Models a, b, c, and d contain a water fluid domain and solid domains, which include 

the water distribution system and the rubber elements of the mattress. Given the irregularity in 

the shape of the geometries and the wide range of element sizes, the meshes were built 

separately for each model using meshing under the tetrahedrons as the discretization procedure. 

The energy transfer between the elements was achieved using the coupled wall boundary 

condition. Additionally, the mesh sizes have been defined by the element sizes, the maximal 

size of the elements defined using the same value as the element sizes and the defeature size. 
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The values vary between models due to their different complexity, as presented for the fluid 

domains in Table 3.1. Models with simpler geometries are characterized by higher maximal 

element sizes. Views of the meshes created for Models a, b, c, and d, are presented in Figures 

3.5 - 3.8, showing the fluid domain and zooming in on the inlet area, including the solid domains 

that have been used. 

Table 3.1. Mesh fluid-domain statistics for the geometry models considered 

Model 
Number of 

nodes 

Number of 

elements 

Max. size of 

elements 

Defeature 

size 

a 93753 454935 10 mm 5 Õm  

b 249946 1269685 6 mm 15 Õm  

c 256913 1310369 10 mm 50 Õm  

d 727127 3679359 8 mm 250 Õm 

The meshes have been checked in terms of the quality of the elements, with high results of 

between 0.70 - 1.00 mostly being achieved. The skewness of the elements is generally 

distributed between 0 and 0.50 with the highest concentration around 0.25, which is also an 

acceptable result. The aspect ratio is stabilized at a level of 2 with the highest value reaching 

18, which is in line with the recommendations. Level of potential error is considered to be 

acceptable at this stage of the study, considering the mesh quality analysis, the computing time 

consumption, and the preliminary character of the conducted analysis. 

 

Figure 3.5. Mesh generated for all the Model a domains, zooming in on the inlet area (left-hand 

side) and the mesh generated only for the fluid domain of the same model (right-hand side). 
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Figure 3.6. Mesh generated for all the Model b domains, zooming in on the inlet area (left-

hand side) and the mesh generated only for the fluid domain of the same model (right-hand 

side). 

 

Figure 3.7. Mesh generated for Model c, zooming in on the inlet area (left-hand side) and the 

mesh generated only for the fluid domain of the same model (right-hand side). 

 

Figure 3.8. Mesh generated for Model d, zooming in on the inlet area (left-hand side) and the 

mesh generated only for the fluid domain of the same model (right-hand side). 
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The solver description and the boundary condition applied to the models will be developed in 

the following subsections of this chapter. 

3.2.2. Assumptions and boundary conditions 

The developed models, a, b, c and d, focus on a water mattress design that takes advantage of 

conductive heat transfer. Convection and radiation were not considered in this study. Such an 

assumption allowed one to analyze the influence of the water distribution system on local 

temperature changes and heat flux fluctuations. This information was crucial for optimizing the 

water mattress design. All simulations assumed the same environmental parameters, which 

were a ground temperature of 17ǓC and an ambient temperature of 27ǓC. The water coolant 

temperature assumed for all models was 4.5ǓC. The heat transfer coefficient for the air, 

considering natural convection, was estimated as the relationship between the Nusselt number, 

the thermal conductivity of the air and the characteristic factor of the rectangular surface, giving 

a value of 4 W/m2K. This procedure requires calculating the Grashof and Prandtl numbers, and 

their product as the Rayleigh number.  

 
Figure 3.9. Simplified scheme explaining the simulationôs boundary conditions. 

The model considered the working fluid to be cold water, the distributor and collector to be 

made from aluminium and the mattress to be rubber. The properties of the added materials are 

summarized in Table 3.2. 

Table 3.2. Summary of the assumed materials in the simulations performed. 

Material  
Density Specific heat 

Thermal 

conductivity 
Viscosity 

ËÇȾÍ  *ȾËÇ+ 7ȾÍ+ .ÓȾÍ  

Water 998.2 4182 0.60 0.001003 

Rubber 1100 800 0.10 - 

Aluminium  2719 871 202.4 - 
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All the models were simplified with the assumption that the top surface of the mattress is in 

contact with the cowôs body (whose temperature is 35ǓC). Furthermore, the mattress 

deformation under the cowôs weight and the slope of the bedding area were not considered in 

the simulations. Nonetheless, these aspects were important for the water mattress design 

process. The described previously factors were included as the boundary conditions used for 

these simulations, which are presented in Table 3.3. The mass flows in Models a, b, and c were 

assumed to be 0.1 kg/s, which is optimal in terms of the electricity consumed to pump the 

coolant, the small distributor diameter, and the fluid domain volume. The construction of the 

Model d distributor requires a higher mass flow calculated using the procedure presented in 

Section 3.2. The described assumptions, which determine the boundary conditions that have 

been set, are presented as a simplified scheme (c.f. Figure 1.1) representing all the proposed 

models. The pressure of the coolant supplying the installation should be slightly higher than 

atmospheric pressure to cover linear and local pressure losses, including in the filled water 

mattress, which is assumed to be the last element before the tank. Pressure losses in the water 

mattress are also difficult to predict. It allows Models a, b, c, and d to be simplified by assuming 

an outlet gauge pressure equal to 0 Pa.  

Table 3.3. Boundary conditions assumed for all the water mattress models. 

Model Inlet  Outlet Top Bottom Walls Coupled wall 

interfaces 

a Mass flow Pressure Wall Wall Wall Water-rubber 

ά=0.1 kg/s 

ὸ=4.5ϲC 

ὴ=0 Pa ὸ=35ϲC ὸ=17ϲC ὸ =27ϲC 

‌ =4 W/m2K 

b Mass flow Pressure Wall Wall Wall Water-rubber 

Water-collectors 
ά=0.1 kg/s 

ὸ=4.5ϲC 

ὴ=0 Pa ὸ=35ϲC ὸ=17ϲC ὸ =27ϲC 

‌ =4 W/m2K 

c Mass flow Pressure Wall Wall Wall Water-collectors 

ά=0.1 kg/s 

ὸ=4.5ϲC 

ὴ=0 Pa ὸ=35ϲC ὸ=17ϲC ὸ =27ϲC 

‌ =4 W/m2K 

d Mass flow Pressure Wall Wall Wall Water-rubber 

Water-collector 

Collector-rubber 
ά=0.85 kg/s 

ὸ=4.5ϲC 

ὴ=0 Pa ὸ=35ϲC ὸ=17ϲC ὸ =27ϲC 

‌ =4 W/m2K 

3.2.3. Model formulation 

All the simulations were performed in the Ansys Fluent environment with double precision 

under the steady-state condition. The water was modelled as an incompressible fluid. The 

turbulence in the fluid area was simulated using the kīŮ realizable turbulence model employing 

enhanced wall treatment. The boundary conditions were set as described in Section 3.4. The 

SIMPLE algorithm with the second-order scheme was used for the pressure velocity coupling. 

Water flow was characterized by two governing equations, namely the continuity (3.3) and 

momentum equations (3.4). Heat transfer between the water coolant and the surrounding 
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environment was determined using the energy equation (3.5) as the governing equation. The 

second-order upwind scheme was used as the discretization method. A precise description of 

the equations applied are presented in the next paragraph. A least-square cell-based scheme was 

used to calculate the gradients. The under-relaxation factor was set as the default. The 

calculations were performed in parallel mode on a personal workstation using 4 (Model b) or 7 

Intel(R) Core (TM) i7-8665U CPU 1.90GHz 2.11 GHz processors. 

Continuity equation 

The general form of the continuity equation, valid for both compressible and incompressible 

flows [69], can be expressed as follows: 

‬”

‬ὸ
Ͻɳ”Ͻόᴆ Ὓ  (3.3) 

where, ” is the water density, όᴆ is the velocity vector and Ὓ represents the source term of the 

mass. For incompressible flow with heat transfer, the term associated with the change in density, 

correlated with the fluid velocity, is equal to 0, although there is still change in density due to 

the influence of heat transfer. 

Momentum equation 

The momentum equation for turbulent flow is described by the Naiver-Stokes equation as 

follows: 

”
‬όᴆ

‬ὸ
όᴆϽɳόᴆ ὴɳ ‘ɳ όᴆ (3.4) 

Energy equation 

The general energy equation (3.5) was used for the heat transfer simulation [69], where Ὧ  is 

the effective conductivity, defined according to the turbulence model used in the calculations, 

and ὐᴆ is the diffusion flux of species Ὦ. The terms on the left-hand side of the equation represent 

the pressure work and kinetic energy, which for compressible flow are always accounted for 

during the modeling. 

‬

‬ὸ
”Ὁ Ͻɳόᴆ”Ὁ ὴ ϽɳὯ Ὕɳ Ὤὐᴆ †֞ Ͻόᴆ Ὓ (3.5) 

The terms on the right-hand side of the equation (3.5) represent the energy transfer due to 

conduction, species diffusion, and viscous dissipation, respectively. In the case considered, the 

pressure-based solver has been used whereas the thermal energy created by the viscous shear 

in the flow has not been included in the calculations. Term Ὓincludes the heat of chemical 

reaction, and any other volumetric heat sources defined in the model. There is no volumetric 

source of energy in the created model, so this term is equal to 0. However, in the subsequent 

model, this element is going to describe the heat generated by the cow, which is simplified here 

to the wall boundary condition on the mattress. 
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In Equation 3.5, the total energy, E, can be defined by Equation 3.6. 

Ὁ Ὤ
ὴ

”

ὺ

ς
 (3.6) 

where, for incompressible flows, sensible enthalpy is defined by Equation 3.7. 

Ὤ ὣὬ
ὴ

”
 (3.7) 

In Equation 3.7, ὣ is the mass fraction of species Ὦ, and Ὤ is the sensible enthalpy of the species. 

Transport equations 

Closure of the governing equations requires additional formulas. For this purpose, the selected 

model uses transport equations for the turbulence kinetic energy (3.8) and its dissipation rate 

(3.9).  

‬

‬ὸ
”Ὧ

‬

‬ὼ
”Ὧό

‬

‬ὼ
‘

‘

ὖὶ

‬Ὧ

‬ὼ
Ὃ Ὃ ”‐ὣ Ὓ (3.8) 

where Ὃ is the turbulence kinetic energy generated due to the mean velocity gradients, Ὃ is 

the turbulence kinetic energy generated due to buoyancy, ὣ is the contribution of the 

fluctuating dilatation in the compressible turbulence to the overall dissipation rate, and ὖὶ is 

the Prandtl number for Ὧ and Ὓ representing the source term [69]. 
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(3.9) 

where: 

ὅ ÍÁØπȟτσȟ
–

– υ
Ƞ – Ὓ

Ὧ

‐
ȠὛ ςὛὛ  (3.10) 

ὅ and ὅ  are the constants and ὖὶ is the Prandtl number for ‐ and Ὓ, representing the 

source term. 

The eddy viscosity in the model is calculated using Equation 3.11: 

‘ ”ὅ
Ὧ

‐
 (3.11) 

The second-order upwind for momentum and energy was used. The fluid dynamic field was 

calculated with the pressure-velocity coupling algorithm following the SIMPLE (Semi-Implicit 

Method for Pressure Linked Equations) scheme. Flow through the mattress was assumed to be 

turbulent and calculated using the k-Ů realizable model with enhanced treatment around the 

walls. The gravity on the Z axis was also set in the a, b, c, and d models. It is predicted that 
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different flow types will occur throughout the fluid domain, caused by the geometry and nature 

of the mattress, especially when the fluid domain also includes the flow through the distributor. 

Additional pressure caused by the animalôs movement would likewise be responsible for local 

turbulence in the flow. 

3.3. Results of the simulations 

The main purpose of the simulations performed was to observe the geometries of the water 

mattresses and how they relate to heat transfer efficiency in order to inform the preliminary 

selection of the developed cooling technology. An error of satisfaction of the conservation laws 

was achieved. Convergence of the energy conservation law was achieved for residuals in the 

order of 10-6. 

The proposed water distribution systems were evaluated in terms of the streamlines and velocity 

vectors generated in the modelsô cross sections. Insight into the turbulence of the flow, the 

velocity level and the water flow pattern, together with thermal parameters such as the water 

temperature in a cross section (Ὕȟ ), the inlet-outlet temperature gradient ЎὝȟ ), the 

heat transfer (ὗ ) and heat gains (ὗ ), all indicate the thermal efficiency of the proposed 

solutions. Specific analyses of the a, b, c, and d models are presented in the following 

paragraphs. 

Table 3.4. Average thermal efficiency indicators for the proposed models. 

Model 

 

╣ἿȟἫἺἷἻἻ 

ᴈ 

Ў╣ἿȟἱἶἷἽἼ 

ᴈ 

╠ἼἷἸ  

7ȾÍ  

╠ἪἷἼἼἷἵ  

7ȾÍ  

a 7.52 2.00 519 49.3 

b 10.03 3.49 536 43.1 

c 11.53 3.10 509 118.9 

d 5.14  0.66 715 134.3 

The meandric structure of Model a determines the sinusoidal shape of the water flow (c.f. 

Figure 3.10). As expected, the best thermal efficiency occurs in the upper part of the mattress 

because of the higher temperature gradient in that area. Within the flow, the water temperature 

increases slightly, reaching an average outlet temperature of 7.99ǓC (c.f.Figure 3.11). Every turn 

in the flow path (c.f. Figure 3.10) generates low energy swirls, which reduce the heat flux from 

650 W/m2 in the main stream down to 350 W/m2 (c.f. Figure 3.13). These promising results are 

challenged by the potential risk of leaks or leg injuries to the cow due to the fixing methods and 

external elements. 

The water distribution system proposed in Model b results in a dramatic decrease in velocity 

(from 0.30 to 0.003 m/s), with insufficient powering of the right channel (c.f. Figure 3.13). This 

phenomenon, in combination with stream deflection at the distributor orifices, determines 

turbulence occurrence. Adding the collector to the design makes uniform collection of the 

returning water difficult to achieve. Consequently, the thermal properties of the mattress 

chambers differ between one and the other by a 10ǓC temperature increase (c.f. Figure 3.14) 
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and a 300 W/m2 decrease in flux (c.f. Figure 3.15) compared to the upper chamber. The 

thermally beneficial conditions in the upper chamber overstate the average heat flux values 

available on the top of the mattress (c.f. Table 3.1). Given that the bottom chamber has the 

largest contact surface with the animal, such a correlation is not profitable. 

 

 
Figure 3.10. Surface 

streamlines generated in the 

cross section of Model a. 

 
Figure 3.11. Temperature 

contour in the cross section 

of Model a. 

 

Figure 3.12. Heat flux on 

the top surface of Model a. 

   

 
Figure 3.13. Surface 

streamlines generated in the 

cross section of Model b. 

 
Figure 3.14. Temperature 

contour in the cross section 

of Model b. 

 
Figure 3.15. Heat flux on 

the top surface of Model b. 

The same water distribution system applied to the single chamber water mattress (Model c) 

changes the water flow pattern and extends the upper swirl into the central one (c.f. Figure 

3.16). Although higher collecting capabilities are observed, the left side of the mattress is not 

sufficiently powered by the coolant, as represented in the temperature profile in Figure 3.17. 
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This divides the water mattress into two thermal zones ï the left one has an average heat flux 

value of 400 W/m2 whereas the right one has an average heat flux value of 728 W/m2 (c.f. Figure 

3.18), making this solution inappropriate for the animalôs needs. Additionally, the heat gains 

are double those of Models a and b, thus increasing the average temperature and reducing the 

thermal efficiency of the design. 

 
Figure 3.16. Surface 

streamlines generated in the 

cross section of Model c. 

 
Figure 3.17. Temperature 

contour in the cross section 

of Model c. 

 
Figure 3.18. Heat flux on the 

top surface of Model c. 

 
Figure 3.19. Velocity vectors 

for the cross section through 

the channels in Model d. 

 

Figure 3.20 Temperature 

contour for the cross section 

through the channels in 

Model d. 

 
Figure 3.21. Heat flux 

contour on the top of the 

mattress in Model d. 

The dual geometry of Model d creates two distinct sections: the channel structure and the water 

chamber beneath it, characterized by different flow dynamics. Having the specially-designed 

distributor, the channels straighten the water flow and power all the orifices at a relatively high 

velocity, which ranges from 1.77 m/s to 0.44 m/s (c.f. Figure 3.19). The water chamber has a 

more stable flow character with lower velocities and negligible turbulence near the orifices. The 
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temperature contour in cross section through the channels is uniform with a small heat zone in 

the left corner caused by insufficient water distribution (c.f. Figure 3.20). A small temperature 

difference - 0.66ǓC between the inlet and the outlet - confirms this relationship. As a result, the 

heat flux profile is uniform, with an average value of 715 W/m2 (c.f. Figure 3.21); this is the 

highest value of all the presented models. 

 
Figure 3.22. Contours of the mattresses with the shape of the cow lying on them, with the 

marked lines showing the sources of the collected data: on the left (in light blue) ï Models a, 

c, and d; on the right (dark blue) ï Model b. 

A thermal comparison between the models was carried out by collecting a 1000 data samples 

from two lines: over the length (L) and width (W) of the mattress, as presented in Figure 3.22. 

The coordinate system for Model b starts with the bottom chamber, which is the surface in 

contact with the animal. Hence, the width line is set in the middle of that chamber. Figure 3.23 

a and b present the heat flux distribution throughout the mattress for Models a, b, c, and d, 

expressed as the ratio of the y or x coordinates to the total length and width of the mattress. 

Model a is characterized by a lower contact surface with the animal, due to the external panels, 

which introduces discontinuity over the length of mattress (cf. Figure 3.23 a). Deviations 

ranging from 100 - 200 W/m2 occur between the adjacent peaks of the chart. Nonetheless, the 

heat flux distribution over the width is more stable, at around 550 W/m2, with a decrease on the 

left side of the mattress (c.f. Figure 3.23 b). The characteristics of Model b (cf. Figure 3.23 a 

and b) highlight the heat flux drop of up to 330 W/m2 in the turbulence area visible in Figure 

3.4, a similar tendency can be observed in the upper part of Model c. A heat flux above 700 

W/m2 (the highest result obtained) occurs in Model d; this is characterized by a stabilized 

profile over the length and width of the mattress, making it preferable in terms of thermal 

efficiency. 
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Figure 3.23. Heat flux distribution over: a - the length of the mattress expressed as y, and the 

total length (L) of the mattress ratio for all models; and b - over the width of the mattress 

expressed as x, and the total width (W) of the mattress ratio for all models. 

3.4. Geometry selection  

The following section presents the discussion of the previously presented cooling water 

mattressô geometries in terms of their technological, thermal, as well as animalsô welfare 

oriented, advantages and disadvantages, in order to select the final geometry for further 

development into the prototype test stand. Each proposed design was carefully analyzed not 

only in terms of the obtained in the simulations cooling effect (heat flux on the mattressô surface) 

but also the technological aspects, which could influence the feasibility of future test-stand 

development. It took into consideration the sensitive elements of the construction, which could 

cause tightness or endurance problems with the mattress. Furthermore, the target application of 

the developed solution, intended for a real barn environment indicated the animalsô welfare 

aspects, such as proper cushioning of the animalôs body, stability of the bedding surface, as well 

as hygiene conditions. The summarized comparison of the proposed designs in terms of all of 

these aspects is presented in Table 3.5. 
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Table 3.5. Comparison of the proposed models in terms of the technological, thermal and 

welfare (dis)advantages (+ advantages, - disadvantages). 

Model Technological 

(dis)advantages 

Welfare (dis)advantages Thermal 

(dis)advantages 

a - possible leakage at the 

rubber-panel connection  

+ modification does not 

require opening the 

vulcanized mattress 

+ shaped channel directs 

the flow and reduces the 

risk of flow blockage 

  

+ liquids naturally run off 

the mattress in the 

direction of the cowshedôs 

corridor 

- possible leg injury 

caused by the panels 

+ high potential heat 

flow from the resting 

cow 

- high heat flux 

fluctuation over the 

mattress  

- reduced contact surface 

with the animal 

b - possible difficulties 

modifying the mattress 

due to limited access to 

the mattressôs interior  

- difficulty implementing 

a large-scale application 

- possible flow blockage 

- flow connection between 

the chambers negates the 

primary function of the 

DCC Waterbed, which is 

to provide greater support 

to the front limbs  

- heat accumulation in 

the larger mattress 

chamber   

+ intensive cooling in the 

upper water chamber 

c - possible flow blockage 

- small distributor and 

collector, which makes 

coolant distribution 

uneven  

+  latex foam layer would 

give additional support to 

the cowôs knees 

- high coolant 

temperature in the area in 

contact with the cowôs 

body 

- high heat gains from the 

ground 

d + modification concepts 

offer the possibility of 

locating sensors inside 

the mattress 

+ the created channels 

ensure flow through the 

laden mattress  

- / + channels inside the 

mattress might be 

uncomfortable for the 

cow; however, the water 

chamber above the 

channels should 

compensate for this effect 

+ a more even 

temperature contour of 

the coolant 

+ a high and uniform 

potential heat flow from 

the cow 

- formation of a heat 

zone in left bottom 

corner 

- high heat gains from the 

ground 
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As the result of the conducted discussion presented in Table 3.5 the design with the channel 

structure inside the cooling water mattress and water distribution system (model d) was selected 

for further development into the prototype test stand. It was characterized not only by the 

highest heat flux, and the most uniform temperature distribution on its surface indicated by the 

simulation results, but also character of the water distribution, shaped by the channel structure 

in its interior. Thanks to it, the water flow should be maintained, even under the cowôs body 

weight, being a cause of local mattress deformations in the real barn application. Furthermore, 

this design was characterized by its usefulness for the prototype application, in which the chilled 

water temperature in its interior could be monitored. The prototype test stand based on selected 

geometry is presented in detail in Chapter 4 of this PhD thesis.  

3.5. Conclusions from the water mattress design 

development 

This chapter of the presented PhD thesis presented the simulationsô results of the developed 

CFD models for four different water mattress designs, working in the cooling mode, to provide 

cool surfaces for dairy cattle to lie on. The models simulated the flow pattern through the 

mattress, the temperature distribution, and the conductive heat flow on the top surface of the 

mattress, assuming its entire surface in the direct contact with the cow's skin (at a temperature 

of 35 ϲC). The predicted heat fluxes for the proposed models (a, b, c and d) obtained values of 

518, 536, 509 and 715 W/m2, respectively. The rationality of the obtained results and the similar 

heat flow ranges compared to research studies found in the literature indicated the preliminary 

validity of the models in terms of their usefulness in the mattressô geometry selection. The 

thermal character of the conducted study, connected with a consideration of the technological 

challenges, as well as animal welfare aspects of such solution enabled the selection of the 

cooling water mattress design, based on channel structure in the mattressô interior and water 

distribution system (model d), which was further developed as a part of the test stand used in 

this PhD thesis. Its detailed description will be the main focus of Chapter 4 of this PhD thesis. 

For further interpretation of the obtained results, the laboratory experiments were also 

conducted, during which model results were also compared with collected data and real work 

observations, which will be described in Chapter 5 of this PhD thesis  
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Chapter 4 

4. Innovative cooling system description 
 

The following chapter provides a detailed description of the developed cooling system for cattle 

based on the innovative water mattress, which geometry was previously selected throughout 

CFD simulation. The chapter consists of 3 subsections, first the water mattress design will be 

presented, focused on the designing and building process of the real-scale prototype, then the 

applied monitoring system is an integral part of the design will be developed, and lastly, the 

chilled water production and distribution system will be presented. It is worth mentioning that 

the mattress designing and building were iterative processes during which all technical 

challenges were confronted with the proper operation of the entire system and animal wellbeing. 

The novelty of that solution made it also entirely new in terms of feasibility studies, where each 

designing step was verified in terms of its applicability in the developed solution. Therefore in 

this chapter all aforementioned challenges will be also discussed.  

4.1. Cooling water mattress design  

Designing and building processes were focused on three main directions: 

a) uniform water distribution achieved by channel structure and water-supplying 

distributor, 

b) durable and leakproof construction with maintained animal comfort,  

c) detachable construction with open access to the mattressôs interior, for a research 

purpose only. 

Furthermore, the monitoring strategy of the innovative water mattress was extensively 

analyzed, and it will be described in detail in the next section of this PhD thesis. 

The basis of the designed cooling water mattress was a commercially available rubber mattress 

destined to be filled with water and used as the waterbed, but with no water circulation, in the 

cowsheds. Such a mattress is characterized by elasticity to reduce tension in the cow's body, at 

the same time its durability is enhanced thanks to the reinforced rubber from which it is made, 

and finally characterized by a 10-year guarantee given by the producer. It was used as the 

coating surface of the designed within this PhD thesis cooling water mattress. The bottom 

surface of the mattress was an integral part of the channel structure of the selected geometry. 

Commercial production of such components is based on specially prepared forms, which can 

be directly used on the production line. However high costs of such a form excluded it from a 

lab-scale prototype building process. Instead, the conventional 5 mm thick layer of rubber was 
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vulcanized with rubber semicircle-shaped fenders (43 mm wide, 25 mm high). The choice was 

justified by the shock-absorbing properties of the fenders with maintained susceptibility to 

deformation under animal weight ensuring the comfort of usage. Furthermore, the semicircle 

shape of the fender reduces the insulative contact surface with coating rubber in case of 

deflection under the cowôs weight.  

 

Figure 4.1 Channel structure inside the water mattress shaped by 10 fenders distanced by 

46mm from each other. 

Ten 1 m long fenders were spaced at around 46 mm distance (c.f. Figure 4.1) from each other, 

shaping the main channels of the cooling water flow. Distance was determined by the number 

of channels and width of the cowôs hoof to ensure safe standing and moving of the animal on 

the mattress surface, without the risk of dislocation of a limb. 

To achieve uniform water distribution inside each channel, cooling water was supplied by 

50 mm diameter distributor with 9 orifices with 10 mm diameter. Each orifice was positioned 

in the center of the channel (c.f. Figure 4.2). The distributor was made of stainless steel pipe. 

The collector which collects water from the channels was a short stainless pipe with the same 

diameter as a distributor.  

  
Figure 4.2. View on the water distributor: on the left-hand side ï in the preparation process, 

on the right-hand side: distributor fixed inside the water mattress witht the improvements 

applied after the preliminary experiments. 
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The main technical challenge of that solution was to stabilize the distributor inside the water 

mattress, to unable its dislocation, and to achieve leakproof derivation to the supplying system. 

For that reason, special supporting components were designed in Inventor software and 3-D 

printed using PLA filament.  

  

Figure 4.3. Improved within the second design supporting element for the distributor located 

inside the water mattress, on the left-hand side 3-D model, and on the right-hand side 3D 

printed element fixed inside the mattress. 

The first one was located inside of the water mattress, closing the water distributor (c.f. Figure 

4.3), improved in the second water mattress, in which also the additional supporting element 

was added in the form of the trough (c.f. Figure 4.4). 

 
 

Figure 4.4 Added as the design improvement, supporting element for the water distributor 

located inside the water mattress, under the pipe, on the left-hand side 3D model, and on the 

right-hand side 3D printed element fixed in the water mattress. 

Another one was outside the water mattress in the form of a sealed clamp connected with the 

rubber collar vulcanized to the rubber coating. A similar solution was used for a collectorôs 

connection, which is presented in Figure 4.5. The channel-shaped bottom rubber and the coating 

rubber were placed on the wooden chipboard for necessary stiffness to make the proper 

connection between them, consisting closed design of the water mattress. The main technical 

challenge was to achieve simultaneously leakproof with proper durability of the connection and 

its demountable character in case of necessary improvements in the mattress interior. It was 

achieved with silicone and the aluminum panel shaped for the labyrinth seal and screw 

connection. 
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Figure 4.5 From the left-hand side: 3-D printed element supporting the collector in cooling 

water mattress built in 2023, and its connection between the rubber collar and distributor in 

the real prototype. 

Due to the large size, the weight of the cooling water mattress, and its planned operation shifted 

from a laboratory to the cowshed, the water mattress was placed on the steel frame with wheels, 

which ensured the logistic elasticity of the water mattress handling module. Its final design is 

presented in Figure 4.6. 

 

Figure 4.6. Assembly of the first developed cooling water mattress. 
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4.2. Monitoring system applied to the water mattress 

One of the advantages of the selected geometry was the possibility of applying a monitoring 

system to the water mattress interior. Measurement of the temperature among channels enabled 

verification of the water distribution in the proposed design and to compare it among others 

with the results achieved throughout the simulation. It was also important from the research 

point of view, since the real experimental conditions the movements of the animal could be the 

reason for local flow disturbance, affecting the water mattressô cooling effectiveness. To 

monitor water distribution within the developed distributor-collector set-up, the first, middle, 

and last channels, counting from the inlet side were originally equipped with fiber optic 

temperature sensors (c.f. Figure 4.7 a). Four sensors, distanced 25 cm from each other, were 

located on two bundles and 5 sensors were on the bundle, which was placed in the first channel. 

The selection of that type of sensor was justified by its high accuracy and small size, which 

does not influence significantly the flow inside the channel. However, due to the novel 

application of those sensors, which was connected with the measurement risk, eight K-type 

(NiCr-Ni), thermocouples (with mineral insulation) with 2 m long and 1 mm wide probes from 

RS Company were also placed in two channels surrounding the middle one. This area was 

selected as the one with the major contact with the animalôs body, which could be seen in water 

temperature difference. However, the susceptibility to damage and the measurement distortions 

of fiber optic temperature sensors were observed in the cowshed conditions in the experimental 

campaign of 2022. For that reason in the second cooling water mattress built in 2023, these 

sensors were replaced with thermocouples reducing also the number of measurement points 

(c.f. Figure 4.7 b). 

Sensor selections were justified with its operation in low temperatures (the lowest temperature 

needed in the experiment was 4.5ÁC), durability, and elasticity of the probes, as well as the 

possibility of continuous operation in full immersion of water. Each probe was bent to the 

middle area of the channel and placed at the same height as the fiber optic temperature sensors. 

In the same way, the additional thermocouple was placed in the bottom left corner of the water 

mattress to verify if a hot zone, visible in the simulation results will be also observed in real 

conditions. Data from thermocouples were collected using KD-7 data logger with a 1-minute 

sampling time. Detailed sensorsô location for both cooling water mattresses is presented in 

Figure 4.7. 
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a) 

  

b) 

  
Figure 4.7. Scheme of temperature sensors located: a) in the first cooling water mattress (used in the experiments in 2021-2022) interior (TH - 

thermocouple, TO - fiber optic temperature sensor) b) in the second water mattress (used additionally in the experiments in 2023).

Inlet Inlet 

Outlet Outlet 
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Figure 4.8. Graphic illustration of the sensorsô arrangement: thermocouples and fiber optic 

temperature sensors  (monitoring points are marked with yellow color) for the first water 

mattress. 

The monitoring strategy included also the thought placement of the heat flux sensors on the top 

surface of the water mattress. Their application would give direct information about heat 

received from the animal to the cooling system, which could be compared with simulation 

results. For the experiments, the Omega HFS-5 sensor was selected, based on T-type 

thermocouples. The selection process took also into consideration the elasticity of the sensor, 

which was placed on the rubber surface. The strategy of sensor location was focused on 

applying them in the areas of direct contact with high heat production rates, such as the liver, 

heart, and udder of the animal. Possible sensorsô distribution with marked animal organs and 

resting positions of the animal that was considered within this PhD thesis is presented in Figure 

4.8. However, due to the limited number of available sensors and difficulties with their 

application to the rubber, grooved, elastic surface, finally, for lab-scale experiments only one 

sensor was used and its location will be described in Chapter 5 of this PhD thesis. 
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Figure 4.9. Considered heat flux sensor arrangement on the water mattress surface (sensors 1, 

2, 3, sensor 4 are located on the bottom of the mattress), which takes into consideration 

animal organs characterized by high heat production rate (from the top: heart, liver and 

udder), and different positions on the designed mattress. 

An additional heat flux sensor was applied under the bottom layer of rubber, to monitor heat 

gains from the ground. For this purpose special paste with high thermal conductivity was 

applied. Lastly, another T-type thermocouple (TTE500 model) from TermoAparatura Company 

was used as the reference surface temperature measurement for the thermal imaging of the 

cooling water mattress. Furthermore, the water temperature increase among the developed 

water mattress was measured using temperature sensors located at the chilled water supply and 

return distribution pipe (Vortex SV7204-SVR34XXX50KG/US-100, accuracy rating Ñ1ÁC, and 

ifm TA2115, accuracy rating Ñ0.1%, respectively). 

  

Figure 4.10. Omega HFS-5 heat flux sensor (source: [70]) and its location on the chipboard 

under the bottom layer of mattressô rubber to measure heat gains from the ground. 

4.3. Chilled water production and supplying system 

The cooling water temperature inside the water mattress can be maintained at the selected 

setpoint by the chilled water production and distribution system. The operation of the entire 

system was monitored by the supervisory control and data acquisition (SCADA) system, which 

enabled data collection with 1 min sampling time. The cooling system consists mainly of a 

chiller with 5 kW cooling capacity (Frimec MGC-V5W/D2N1), 200 l cold water storage tank, 

and four water circulation pumps with variable speed drivers (Ecocirc XL 32-80) and heat 

exchanger (Alfa Lava CB30) which separates two water circuits. The heat exchanger was added 
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after multiple experimental tests in the laboratory conditions, which led to the conclusion that 

the chilled water tank and the water mattress need to be hydraulically separated to preserve 

proper flow through the mattress. The system was designed for the target operation with two 

water mattresses. 

Flow was regulated from the level of circulation pumps and automatically by the electrovalve 

programmed in the SCADA system. Flow was measured with Vortex SV7204-

SVR34XXX50KG/US-100 (accuracy rating Ñ2%) flow rate sensor. Cold water produced by the 

chiller was accumulated in the water storage tank, from which it was distributed to both water 

mattresses. On both, supplying and returning lines, the shut-off valves were mounted, enabling 

the fast detachment of the mattress from the system. Furthermore, between supplying and 

collecting hydraulic lines, the bypass was installed to enable chilled water production, without 

water flow through the mattress. Additionally, an electric three-way valve enabled supplying 

and returning water blending for temperature regulation. A view of the system is presented in 

Figure 4.11 and a simplified scheme of the installation is presented in Figure 4.12.  

 

Figure 4.11. Picture of the developed within this PhD thesis cooling water mattress (on the 

left-hand side) with its supplying system (on the right-hand side). 
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Figure 4.12. Scheme of the hydraulic installation of the cooling water production and distribution system supplying the developed water 

mattresses, in laboratory conditions and experimental campaign of 2022 working with one water mattress, and in experimental campaign of 2023 

with both mattresses (marked with dashed line frames in orange and green colors respectively).
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4.4. Accuracy of the data collection  

This section presents the main considerations about the character of the conducted within this 

PhD thesis measurements in terms of their uncertainty analysis and the accuracy of the applied 

sensors. A detailed methodology of the conducted laboratory experiments as well as real barn 

experiments with the applied measurement strategy will be described in Chapter 5 and Chapter 

6 of this PhD thesis, respectively. However, this section summarizes also information about the 

data collection.  

Due to the character of the conducted study, which was mostly focused on observation and 

acquisition of the parameters over time, when environmental conditions were changing, the 

main measurements were carried out continuously. The cooling water mattress monitoring 

included its interior temperature, as well as surface temperature using thermocouples, and heat 

fluxes on its bottom and upper surfaces. Data collection of these parameters was carried out 

using a KD-7 data logger with a 1-min sampling period. Furthermore, inlet and outlet 

temperatures from the water mattress, as well as ambient temperature and humidity of the air 

(both, indoor and outdoor) were monitored and gathered through the SCADA system with a 2-

min sampling period. Single measurements were realized using such instruments as the infrared 

thermometer for the mattress surface temperature measurement, a thermal image camera, as 

well as the anemometer, and katathermometer. Moreover, continuous measurements were 

realized for the cowsô physiological reactions, such as rumen temperature, skin temperature, 

core body temperature, and heart rate. Data collection for those measurements was realized 

through the dedicated applications. All of the mentioned measurements had a direct character, 

except the cooling rate, calculated through the measurements of the katathermometer, as well 

as core body temperature, being a resultant of skin temperature measurements and other 

parameters, which relation applied to the algorithm has not been made available by the sensorôs 

producer. Also, the heat flux value was based on the temperature measurement, being an indirect 

measurement, however, the output signal provided its processed value. Detailed information 

about used sensors and measurement instruments can be found in Table 4.1. 

The uncertainty informs about the compartment, in which the measured value can vary, due to 

the limitations of the measurement process and used instruments. Concerning the uncertainty, 

for direct measurements, two types are normally distinguished: type A and type B, and as they 

result, the total uncertainty. Type A is connected with the measurement process, and can be 

calculated based on the standard deviation, when many independent measurements can be 

carried out with the same external conditions. Due to the character of the conducted in this PhD 

thesis experiments, in which observation over time with changing environmental conditions is 

their main focus, this type of uncertainty was not applicable in the analysis. On the other hand 

the B type uncertainty concerns the calibration of the instruments and their accuracy and is 

applied to each single measurement. Table 4.1 contains summarized information about all 

sensors and instruments used within all experiments carried out during this PhD thesis, their 

accuracy, range, and calculated B type uncertainty. 

The laboratory experiments were conducted in a stable environment and with the controlled 

weight and heat load of the water mattress, for that reason the standard uncertainty can be 

applied. However, real barn conditions are much more complex and unpredictable, due to 

challenging environmental conditions, such as high temperature and humidity of the air, and a 

high concentration of harmful gases and solid particles. Furthermore, interaction with the 
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animal becomes also important for the sensors monitoring animalsô physiological reactions. For 

that reason, results obtained within skin and core body temperature as well as heart rate were 

not considered in the uncertainty analysis. 

Table 4.1. Summarized information about sensors and measurement instruments applied during 

this PhD thesis, their accuracy, range (according to their data sheets), and calculated for them 

the B type uncertainty. 

Measured 

parameter  

Measurement 

instrument 

Accuracy 

rating class 
Range 

B type 

uncertainty 

Mattress interior 

temperature  

K-type thermocouple 

(RS Pro) with 1mm 

probe 

(first class) 

0.4% 
-40õ1100ÁC 2.63ÁC 

Reference mattress 

surface temperature  

T-type thermocouple 

TTE500 

(first class) 

0.4% 
-40õ200ÁC 0.55ÁC 

Mattressô surface 

heat flux  

Omega HFS -5 heat 

flux sensor 
5% Ñ150 kW/m2 4.33 kW/m2 

Inlet water 

temperature (and 

flow) 

 Vortex SV7204-

SVR34XXX50KG/

US-100 

Ñ1ÁC -10õ90ÁC 0.58ÁC 

Outlet water 

temperature 
ifm TA2115 Ñ0.1% -50õ150ÁC 0.12ÁC 

Indoor ambient 

temperature 

NTC AKO015561 

temperature sensor 
1ÁC -20õ125ÁC 0.58ÁC 

Indoor relative 

humidity of the air 
SONEE16F6A21 Ñ3% 0õ100% 1.73% 

Velocity of the air 

Testo 440 

anemometer 

(6351032 probe) 

Ñ(0.03 + 4% 

m.v) 
0õ20 m/s 0.48 m/s 

Surface 

temperature of the 

water mattress 

Visiofocus 06620 Ñ1ÁC -7õ45ÁC 0.58ÁC 

Cow and mattress 

temperature (IR) 

TESTO 890 thermal 

image camera 
Ñ2% of m.v. 0õ350 ÁC 4.04ÁC 

Rumen temperature 

smaXtec 

reticulorumen bolus 

sensors 

0.05ÁC 20õ60ÁC 0.03ÁC 

Skin and core body 

temperature  

CORE body 

temperature sensor 

greenTEG AG 

0.21 ÁC 

no 

manufacturerôs 

data 

- 

Heart rate  
CardioSport TP5 

Heart Rate Monitor 

no 

manufacturerôs 

data 

30õ240 bpm - 

The THI value calculated through Equation 6.1 was determined indirectly as a result of the 

measured indoor temperature and relative humidity of the air. For this measurement, the indirect 

uncertainty could be designated. However, the continuous measurement of the temperature and 

relative humidity of the air, being the components of the applied equation, as well as, the 

observational character of the THI value in the conducted study, makes the uncertainty 

assessment the lower importance in results interpretation. 
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Chapter 5 

5. Laboratory experiments: Influence of 

changing the mattressô operational 

parameters on the heat transfer  
 

The following chapter contains a detailed description of the laboratory experiments. Its 

structure is divided into three main paragraphs concerning the outline, the methodology, and 

the results of the conducted study. The last paragraph will focus on the comparison of the 

obtained experimental data with the results of the cooling water mattress simulation. The main 

aim of the laboratory experiments was to verify the cooling water mattress operation under 

different chilled water temperature setpoints, in simplified conditions assumed for previously 

conducted simulation, described in Chapter 4 of this PhD thesis. Such analysis enabled the 

selection of the cooling water mattressô operational parameters used in real barn conditions 

during experimental campaigns. The main simplification of the developed model focused on 

the mattressô constant temperature of 35ÁC, being the temperature of cowôs skin. Whereas, in 

real conditions, animal continuously generates metabolic heat, whose level varies, and skin 

temperature is rather a gradient, dependent on the tissue properties and local vascular system. 

For that reason, prepared laboratory conditions were intended to verify the amount of 

transferred through the mattress heat, when its constant surface temperature was maintained for 

changing chilled water temperature setpoints. The obtained results were intended to provide 

information about both, the cooling effectiveness of the developed solution, as well as 

applicability of the developed model for predicting potential heat transfer in different 

operational parameters. 

5.1. Outline of the experiments 

The experimental campaign was conducted in the main laboratory hall in the D2 building of 

Wroclaw University of Science and Technology and lasted 5 days (28.07-02.08.2022). Each 

experimental day investigated mattress operation under one out of five chilled water 

temperature setpoints in the systemôs circuit 2 (c.f. Figure 4.12): 4ÁC, 6ÁC, 9ÁC, 12ÁC, and 

15ÁC. At this stage of the systemôs modifications, the chilled water temperature sensors, being 

under the SCADA system control, were located in the aformentioned circuit. For that reason, 

the setpoints were selected assuming the 1ϲC temperature increase on the heat exchanger, 

obtaining target temperatures in the mattressô circuit 2. The experimental day with the 

temperature of 4ęC was focused on mattress operation in boundary settings of real conditions. 
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For this purpose, the lowest temperature of 4ęC and the highest pumpôs rotational speed of 3500 

rpm, were selected. During the rest of the experimental days, the water flow rate was set on 3 

levels, determined by the pumpôs rotational speed of: 3500 rpm, 2500 rpm, and 1500 rpm. The 

plan of the conducted study within experimental days is presented in Table 5.1. The following 

parameters were monitored: 

- environmental conditions (ambient temperature, and humidity of the air), 

- inlet and outlet temperature from the water mattress, 

- chilled water temperature inside the water mattress, measured with thermocouples at 9 

locations (c.f. Figure 4.7 and Figure 4.8), 

- the water mattress surface temperature using the referenced thermocouple and thermal 

imaging, 

- heat flux on the top and bottom surfaces of the water mattress.  

A detailed sequence of conducted measurements will be discussed in the next paragraph 

focusing on the methodology applied during the experiments. 

Table 5.1. Main schedule of the conducted laboratory experimental campaign in 2022. 

To achieve the conditions assumed in the previously conducted simulation, which is operation 

of the water mattress with maintained surface temperature of 35ÁC on its surface, the electrically 

heated graphite mat (with 140 W/m2 power output for the 40ϲC temperature) with a 

thermoregulator was used. Its structure enables fitting to the water mattress's irregular surface.  

  

Figure 5.1. On the left-hand side the developed cooling water mattress with a heating mat, on 

the right-hand side, both covered with the thermal blanket. 

 Day 0  Day 1 Day 2 Day 3 Day 4 

Twater, ÜC 4 6 9 12 15 

Rotational speed, rpm 

3500 

 

3500 

2500 

1500 

3500 

2500 

1500 

3500 

2500 

1500 

3500 

2500 

1500 
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However, due to its susceptibility to the water, it was covered with protecting foil. The heating 

mat placed on the developed water mattress is presented in Figure 5.1. Furthermore, to reduce 

heat losses to the environment during the heating period, the mat was covered with a material 

sheet and thermal blanket (c.f. Figure 5.1). 

5.2. Methodology 

The following paragraph is focused on the methodology applied during the laboratory 

experiments. Firstly, the sequence of the conducted measurements will be described. 

Subsequently, the measurements will be grouped into three groups, the one covered by the 

SCADA system measurements group, the temperature and heat flux measurements, and last, 

but not least, the thermal imaging. 

5.2.1. Measurement sequence  

The main goal of the conducted experiments was to observe the cooling water mattress 

operation, working under different chilled water temperature setpoints, as well as the pumpôs 

rotational speed in simplified laboratory conditions. The obtained results enabled also selection 

of the operational settings of the water mattress during experimental campaigns in real barn 

conditions. The measurement sequence was the same for each experimental day. First, the initial 

temperature of 20ÁC inside the water mattress was achieved (the average value from the 

thermocoupleôs readings). When this condition was fulfilled, the chilled water production 

system with assigned to considered experimental day chilled water temperature and the pumpôs 

rotational speed (starting from 3500 rpm) was launched and worked until the temperature inside 

the mattress reached the selected setpoint. This stage was the so-called water mattress 

precooling. During that process, thermal images of the mattress surface were taken every 5 

minutes. Such a procedure was applied to monitor the mattress precooling process, and the time 

necessary to achieve a selected chilled water temperature setpoint starting from the same 

temperature level. Next, the heating mat at the temperature setpoint of 35ÁC, together with the 

thermal blanket and the sheet of cotton material were placed on the mattress surface. The chilled 

water production and distribution system operated under these conditions until the temperature 

inside the mattress achieved the level maintained before heating but for at least 1h. Such a 

condition was justified by the chillerôs operational mode, in which it is switched on when the 

chillerôs return water temperature exceeds the 10ÁC setpoint. This stage was a so-called water 

mattress heating. Because it was a longer than precooling process, thermal images were taken 

every 10 minutes. This process required a quick removement of the heating mat to see 

temperature distribution directly on the mattress surface. Next, the rotational speed was changed 

to the lower value, which was being verified, and the system worked for about 5-10 minutes 

without the load, after which thermal imaging was repeated twice: including sandbag and 

without it. Finally, the heating mat with its accessories was turned on once again and 

measurements were conducted following the aformentioned methodology, which was ended by 

the series for the pumpôs rotational speed of 1500 rpm. Such a daily sequence of measurements 

was finalized by the chilled water distribution systemôs turn-off.  

The main goal of the thermal imaging applied during this experiment was to identify the 

possible air cushion inside the water mattress, which was justified by previously conducted 

preliminary trials.  
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Figure 5.2. Thermal image from the initial trial of the developed water mattress operation, in 

which hot water was used. 

In Figure 5.2, the thermal image from the first trial is presented, which was conducted with hot 

water at the initial stage of mattress improvements. It highlighted the major problem with the 

air accumulation inside the water mattress, which resulted in appyling the venting procedures 

in further actions.  

 

Figure 5.3. Thermal image from the second trial of the developed water mattress operation 

after applying venting procedures, in which chilled water was used. 

After that, the next trial conducted for the chilled water, resulted in a much smaller air cushion 

(c.f. Figure 5.3), however, its full removal was still difficult to achieve, which indicated the 

need for thermal image observation during the experiments. Moreover, thermal imaging during 

the experiment was applied in the sequence system (with 5 and 10 min sampling periods, for a 

cooling down, and heating with the mat processes, respectively), to observe whether the 

temperature changes within both, the cooling and heating processes, were detected. 
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5.2.2. Measurements gathered by the chilled water production and 

distribution SCADA system 

The SCADA system of the chilled water production and distribution system, measured 

continuously, with a 2-min sampling time, the inlet and outlet temperatures from the cooling 

water mattress and water flow in both water circuits. Furthermore, the ambient temperature and 

relative humidity of the air inside the laboratory hall were measured by the meteorological 

station, which is an integral part of the chilled water production and distribution system. 

5.2.3. Temperature and heat flux measurement 

Operation of the developed cooling water mattress was observed using the mattress monitoring 

system, which was based on K-type thermocouples mounted inside the water mattress. Since 

the aforementioned thermocouples are an integral part of the water mattress, they were selected 

and described in Chapter 4 of this PhD thesis. To monitor heat transfer through the mattress 

Omega HFS 5 sensor was selected, which was previously described in the aforementioned 

chapter 

ή
Ўὠ

Ὓͽ ᴈ
 (5.1) 

The sensor utilizes a differential-temperature thermopile design to measure the heat flux 

through its surface. The output of a sensorôs measurement is a DC voltage Ўὠ , which is linearly 

proportional to the heat flux [70]. Its value was calculated following Equation 5.1, in which the 

sensitivity of the sensor Ὓͽ ᴈ was applied according to manufactuerôs manual [70]. 

 

Figure 5.4. The heat flux sensor mounting procedure on the water mattress surface: a) 

covering the frame of the sensor with thermally conductive glue, b) covering rest of the 

sensorôs surface with thermally conductive paste, c) additional fixing sensor to the mattress 

surface using forced tape. 

The selected sensor was mounted to the mattressô surface between grooves of the coating rubber 

using thermally conductive glue on the sensorôs frame (c.f. Figure 5.4 a), thermally conductive 

paste on its measuring surface (c.f. Figure 5.4 b), and it was secured from moving using the 

forced tape (c.f Figure 5.4 c). Furthermore, the surface T-type thermocouple (TT500 from 

TermoAparatura Company) was mounted to monitor the mattress surface temperature as the 

reference measurement for thermal imaging. 

a) b) c) 
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Figure 5.5 Location of the surface thermocouple and heat flux sensor on the developed 

mattress surface, covered with a heating mat during the experiments in the laboratory. 

Both sensors are presented in Figure 5.5. All data were recorded using a KD-7 data logger with 

1 min sampling time. To achieve proper contact between the sensorôs and the heating matôs 

surfaces, it was also loaded with a 25 kg sandbag. 

5.2.4. Thermal imaging 

Thermal distribution on the water mattress surface was measured using thermal image camera 

Testo t890-2The. A thermogram was taken every 10 minutes during the heating period of the 

experiment and every 5 minutes during the cooling period. A thermal image camera was stably 

placed on a tripod in the designated for the whole experimental campaign place (c.f. Figure 

5.6). Obtained thermograms were analyzed in IRSoft software.  
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Figure 5.6. Experimental set-up with marked on the right upper corner thermal image camera.  

The thermal emissivity of the rubber was determined before the experiments, according to the 

following steps. Firstly the water mattress was filled with warm tap water, to achieve the 

temperature difference between the surface and environment greater than 20ÁC for accurate 

measurement. Two reference TTE500 (Cu - CuNi) thermocouples were placed on the mattress 

surface near the water distributor, where the water circulation was ensured. Emissivity had been 

changing on the thermal image camera until the temperature recorded in the location of the used 

thermocouple was equal to the one measured by this sensor. Following this procedure, the 

emissivity ‐ πȢωτ was selected, which is the same emissivity of hard rubber cited in the 

literature [71].  

5.3. Results and conclusions 

This paragraph contains the main results achieved during the laboratory experiments. All 

gathered data will be presented and discussed following the sequence of the experimental days. 

The analysis will be focused on the thermal response of the cooling water mattress for both, 

cooling, and heating periods, under changing operational setpoint of the temperature and water 

flow. 
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5.3.1. Developed water mattress operation under laboratory 

boundary conditions  

The experimental campaign started with the verification of the chilled water mattress operation 

under boundary conditions applied during the simulation. However, the final prototype was 

limited by the water mattress distribution systemôs operational parameters. For that reason, 

both, the temperature setpoint of 4ÁC and mass flow of 0.85 kg/s, assumed in the simulation 

were not possible to achieve. In this experiment, the water mattressô boundary operating 

conditions possible to be achieved in the real test stand, which are the minimum chilled water 

temperature, and maximum water flow, were applied according to the previously described in 

Subsection 5.2 of this PhD thesis. In Figure 5.7 the average water temperature inside two 

monitored channels of the water mattress, and the mattressô surface temperature measured in 

the area of the heat flux sensor and on the left bottom corner of the mattress, are presented. 

Temperatures are juxtaposed with the heat flux measured on the bottom and top of the mattress. 

It can be observed that the chilled water temperature for both channels achieved the same 

values, which indicates uniform water flow through the mattress. Although the temperature 

setpoint in the SCADA system was 4ϲC, the final obtained temperature was 6ϲC. Surface 

temperature, on the other hand, maintained similar for both locations during the cooling period, 

and started to differ by 4ϲC during the heating period, obtaining a lower value in the heat flux 

sensors area. The reason for that relation is probably due to the load pressure of the sandbag, 

which could affect the graphite distribution inside the heating mat, and limit the heating effect 

of the air gaps between the mat, and the mattressô surface. The temperature inside the mattress 

increased by 4ϲC during the hour of heating, until the chiller switched on again. That increase 

corresponds to almost constant heat flux measured at the mattressô surface with the value of 

200 W/m2. However, it needs to be highlighted that the heat gains from the mattressô bottom 

reached significant in terms of the mattress thermal balance value of 100 W/m2, which 

decreased to the value of 50 W/m2 when water temperature increased. In the laboratory 

conditions heat exchange was based on convective heat transfer with air. In real barn conditions, 

the mattress is intended to lay down on a concrete surface with a lower temperature, where 

occurs conductive heat transfer with the ground, which would probably reduce the heat gains. 

However, the obtained results indicated the importance of mattress insulation from its bottom 

surface. 

The significant observation in terms of the beddingôs hygiene conditions for the cattle was the 

moisture condensation on the mattress surface presented in Figure 5.8. For that reason, an 

alternative litter with moisture-absorbing properties was considered for future application, 

under such operational parameters. 
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Figure 5.7. The top chart presents the temperature measured at the water mattress surface, in 

the area of the heat flux sensor (Surface 1), and in the left bottom corner of the mattress 

(Surface 2) juxtaposed with the average temperature of the cooling water in two monitored 

channels (Av_Ch1 and Av_Ch2), the bottom chart presents heat flux measured a the bottom 

and on the top of the water mattress. 

  

Figure 5.8. Water mattress with visible moisture condensation on its surface. 
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Thermal imaging was conducted for three stages of the experiment: during the cooling down 

period, then for a heating period with the graphite mat, and after removing the heating mat. 

Thermal images as well as the temperature distribution charts from those stages are presented 

in Figure 5.9 ï Figure 5.13.  

 

Figure 5.9. The thermal image of the water mattress cooled down to the setpoint, just before 

covering it with the heating mat. 

 

Figure 5.10. Temperature distribution among the water mattress cooled down to the setpoint 

just before covering it with the heating mat. 

One of the observations is a lower temperature in the area, where the sandbag was loading the 

heat flux sensor, which indicates the uneven liquid graphite distribution(c.f. Figure 5.11). 

Furthermore, the irregular contact of the heating mat with the water mattress surface was 

observed, visible as the uneven temperature distribution (c.f. Figure 5.11) 
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Figure 5.11. The thermal image of the water mattress at the end of the heating period, just 

after removing the sandbag from the heat flux sensor (location marked in white frame). 

The main observation was the existence of the air pillow in the top part of the water mattress, 

in its significant influence on the surface temperature in this region. It was especially visible 

after the heating period, when the temperature of the air cushion was higher than the water 

temperature (c.f. Figure 5.12 and Figure 5.13).  

 

Figure 5.12. The thermal image of the water mattress just after removing the heating mat. 
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Figure 5.13. Temperature distribution among the water mattress just after covering it with the 

heating mat. 

5.3.2. Water mattress operation under changing operational 

parameters 

During the four experimental days, since the 1st day, it was investigated how changing the water 

mattress operational parameters, such as chilled water temperature, and water flow regulated 

on three levels by the pumpôs rotational speed, will influence the heat transfer on its surface. 

Furthermore, the operation of the water mattress and its supplying system under different 

chilled water settings were observed. The main goal of these experimental days was to select 

chilled water temperature setpoints used later in experimental campaigns in real barn 

conditions. Figure 5.14 and Figure 5.15 present the obtained results for four temperature 

setpoints, namely 6ÁC, 9ÁC, 12ÁC, and 15ÁC. It was observed that for the 6ϲC setpoint, the same 

as for 4ϲC (c.f. Figure 5.7), the temperature difference with the value obtained in the mattress 

achieved 2ÁC. Whereas, for the higher setpoints it achieved only 1ÁC (which was also a primary 

assumption), being more optimal from the operational point of view of the mattress and its 

supplying system. A similar conclusion can be made based on observation of the decreasing 

character of the difference between chilled water temperature and mattress surface, for 

increasing temperature setpoints. Furthermore, for a 6ÁC setpoint, the same as for a 4ÁC (c.f. 

Figure 5.7), during the heating with a mat period, the chiller switched on to maintain the chilled 

water temperature, which was visible as temperature peaks in Figure 5.7 and Figure 5.14Φ Its 

influence is less visible for operation under higher temperature setpoints. Simultaneously, the 

surface heat fluxes achieved for each water temperature setpoint were around 200 W/m2, 

varying within this value in the range of Ñ50 W/m2Φ The expected influence of the changed 

pumpôs rotational speed was observed only for 12ÁC and 15ÁC, increasing the heat flux value, 

when chilled water flow was reduced. The highest heat flux value of 240 W/m2 was achieved 

for the 12ÁC temperature setpoint and 1500 rpm. For 15ÁC, the difference between 2500 and 

1500 rpm was negligible. Therefore, concerning water flow through the water mattressô 

supplying distributor inside the water mattress, the 2500 rpm setpoint would be more optimal 

for higher water temperatures. For that reason, this value was selected for the experimental 

campaign in 2022, as well as higher chilled water temperature setpoints. 
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Figure 5.14. Mattress surface temperature, measured in the area of the heat flux sensor 

(Surface 1) and the left bottom corner (Surface 2), and average water temperature inside two 

channels (Av_Ch1 and Av_Ch2), juxtaposed with the surface heat fluxes obtained during 1st 

and 2nd day of the laboratory experiments. 
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Figure 5.15. Mattress surface temperature, measured in the area of the heat flux sensor 

(Surface 1) and the left bottom corner (Surface 2), and average water temperature inside two 

channels (Av_Ch1 and Av_Ch2), juxtaposed with the surface heat fluxes obtained during 3rd 

and 4th day of the laboratory experiments. 
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5.3.3. Main conclusions from the laboratory experiments 

Conducted laboratory experiments enabled the verification of the developed water mattress 

operation under real conditions, considering the hydraulic and physical chilled water production 

and distribution operation constraints, which limited the operational parameters of the water 

mattress. In the result, new values of assumed chilled water inlet boundary conditions were 

determined and further applied to the previously built CFD model, described in Chapter 3 of 

this PhD thesis, and simulated. Finally achieved parameters were the chilled water temperature 

of 6ÁC, and the water flow monitored on the pump 2.6 m3/h (mass flow of 0.72 kg/s). All 

collected during the experiments data were important for further comparison with the results 

obtained in the aformentioned simulation, enabling evaluation of the developed water mattress 

working in real conditions, which will be described in detail in the next section. 

The main goal of the second part of the experiments was to study the influence of changing 

operational parameters of the developed water mattress on the surface heat fluxes. It was 

observed, that higher water temperature setpoints of 9ÁC, 12ÁC, and 15ÁC were more optimal 

in terms of the thermal operation of the water mattress. It distinguished higher temperatures as 

preferable for operation in the real barn experimental campaigns. The highest heat flux was 

achieved for the setpoint of the chilled water of 12ϲC and the pumpôs rotational speed of 1500 

rpm. However, the small differences in heat flux values between 1500 and 2500 rpm was rather 

small for higher chilled water temperatures, where the 2500 rpm, was more optimal in terms of 

the operation, considering the calculations of the supplying distributor presented in Chapter 3 

of this PhD thesis. For that reason, the pumpôs rotational speed of 2500 rpm was selected as the 

one used during the real barn experimental campaign in 2022. 

5.4. Water mattress model evaluation in laboratory 

conditions 

In this section results of the CFD simulation of the developed water mattress working under 

conditions from the laboratory experiments will be described and compared with the collected 

data. The model of the developed cooling water mattress, described in detail in Chapter 3 of 

this PhD thesis, was modified in terms of the inlet and wall boundary conditions, adopting 

values achieved during laboratory experiments. Following these changes, inlet temperature and 

mass flow were set to 6ϲC (279.15 K) and 0.72 kg/s, respectively (c.f. Table 5.2, Laboratory 0). 

The temperature for the walls, including the ground wall was set to the ambient temperature in 

the laboratory, measured by the meteorological station of the developed system, which was 

23.5ϲC (296.65 K). All other assumptions were the same as previously described in Chapter 3 

of this PhD thesis. Calculations were proceeded achieving the convergence of the energy 

conservation law for residuals in the order of 10-6. 

5.4.1. Results of the simulation conducted for laboratory conditions 

Analysis of the results includes the velocity vectors and temperature of the chilled water in the 

cross section through the channel structure, as well as heat flux achieved on the top surface of 

the mattress. Their graphical representations generated in Ansys CFD-Post Software are 

presented in Figure 5.16. Comparing them with the results from the previous simulation 

described in Chapter 3 of this PhD thesis, it can be observed that the chilled water velocity 
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vectorôs profile in the channel structure remained similar (c.f. Figure 3.19). The water 

temperature profile is also similar but maintained at the higher level of about 6ÁC assumed for 

these calculations. The heat flux on the top surface achieved an average value of 678 W/m2, 

which is only slightly lower than in the previously obtained simulationsô results. 

Nevertheless, considering a discrepancy of the obtained in the simulation heat flux value with 

the one measured in the laboratory two additional aspects were additionally taken into 

consideration for further results interpretation. For that purpose, two more simulations have 

been conducted, in which the chilled water temperature setpoint and mass flow were modified, 

respectively. Simulations enabled also the developed water mattressô model verification in 

terms of its sensitivity to those changes. 

 

 

Figure 5.16. Results of the CFD simulation for the developed water mattress working in 

conditions from laboratory experiments: a) the velocity vectors, b) the temperature in the 

cross section through the channel structure, c) the heat flux on the top of the mattress. 

The first concern was related to the possible measurement error of K-type thermocouples with 

1st class of accuracy, used for temperature estimation, being in the range of Ñ1.5Á. To verify its 

possible influence on the results, one more simulation has been conducted, in which the water 

temperature was assumed to be 7.5ϲC (280.65 K) (c.f. Table 5.2 Laboratory 1). The second 

concern was the possible discrepancy in the chilled water flow monitored on the pump (which 

also fluctuated while the pump was running) and the one occurring at the cooling water mattress 

inlet. The continuous measurement of the flow rate was not possible during the laboratory 

experiments, due to hydraulic modifications and the flow rate sensor location in the systemôs 

circuit 2, instead of its target location in the water mattressô circuit 2. For that reason, the flow 

rate value for a pumpôs rotational speed of 3500 rpm was read from data collected in real barn 

experiments, where it achieved the maximum value of 2.0 m3/h. To verify the possible influence 

of change in chilled water flow, one more simulation was performed, in which the mass flow at 

the inlet was assumed to be 0.55 kg/s (corresponding to the 2.0 m3/h flow rate value) (c.f. Table 

5.2 Laboratory 2). 

a) b) c) 



72 
 

In Table 5.2 the average values of temperatures and heat fluxes, counted from the considered 

surfaces have been juxtaposed for conducted simulations. It can be noticed that the change in 

the temperature and mass flow influenced the heat flux on the top surface of the water mattress 

by only 35 W/m2.The mass flow seems to have an almost negligible effect on the obtained 

results, suggesting the water mattressô low susceptibility to that parameter in terms of the heat 

flux values. However, considering the narrow range of the temperature change (1.5ϲC) between 

simulations, it can be assumed that for higher chilled water temperature setpoint that effect 

could be much more significant. To evaluate it, one more simulation with a 16ϲ inlet water 

temperature was conducted (c.f. Table 5.2, Laboratory 3). Indeed for this assumption, the 

obtained heat flux value was significantly lower, achieving the difference of 230 W/m2 in 

comparison to previous results. Whereas the measured during experiments values did not 

change significantly between 6ϲC and 15ϲC chilled water temperature setpoints (c.f. Figure 

5.14b and Figure 5.15 b, respectively). Such observation indicated that the methodology applied 

for the heat flux measurement in laboratory conditions needs to be taken under special 

consideration, regarding the factors, which could influence the obtained results, which will be 

presented in the following paragraph. 

 Table 5.2.Average temperature and heat flux values from the considered surfaces obtained in 

conducted simulations and real measurements. 

Considered model boundary conditions 
╣ἿȟἫἺἷἻἻ 

ᴈ 

╠ἼἷἸ  

7ȾÍ  

╠ἪἷἼἼἷἵ  

7ȾÍ  

Preliminary assumption  (4.5ϲC, 0.85 kg/s) 5.1  715 134 

Laboratory 0 (6.0ϲC, 0.72 kg/s) 6.5 678 194 

Laboratory 1 (7.5ϲC, 0.72 kg/s) 8.0 643 177 

Laboratory 2 (6.0ϲC, 0.55 kg/s) 6.7 671 191 

Laboratory 3 (16ϲC, 0.55 kg/s) 16.4 441 81 

First of all, the prototype water mattress working in the laboratory was characterized by the 

slightly semispherical surface, due to the rubber elasticity working under pressure. It was the 

reason of the air accumulation in its top parts. Although the venting process was conducted it 

was difficult to estimate if all air was moved out from the mattress. Thus, there is a possibility, 

that the heat flux sensor covered a region with reduced heat flow between a heating mat and 

water. Furthermore, used in the experiments heating mat, due to its foil covering, did not adhere 

to the water mattress surface, creating air zones between these two layers. For that reason in the 

measurement area, the heat flux sensor was loaded with the sandbag. Although it excluded the 

air zone problem, the pressure could influence the measurement, such a disruption was 

especially visible in heat flux peaks at the moment, when the sandbag was put down. Moreover, 

the liquid graphite filling of the heating mat could create a thinner layer within the measurement 

area resulting in a lower surface temperature than the setpoint of 35ϲC. Concerning those 

aspects, the obtained in measurements heat flux values are difficult for the true assessment in 

terms of their accuracy. Therefore, the methodology with different heating systems and an 

increased number of sensors could improve the interpretation of the aformentioned aspects. 

However, the complexity and costliness of such measurements for the considered water 

mattressô surface limit the affordability of such a procedure within this PhD thesis, especially 

considering the fact that the functional prototype of the developed water mattress required 
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several intermediate steps. First, the modeling of the mattressô outline and its configuration, 

then the development of the laboratory full-scale prototype, which was followed by the 

rebuilding (reconstruction) of the functional prototype (being an iterative process), and finally 

experimental testing in real barn conditions. It is worth to underline that this approach allowed 

to answer to all research questions raised within this PhD thesis, which considered the 

interdisciplinary character of this research topic. 

The measurement on the bottom surface of the water mattress also could be influenced by 

several aspects that need to be taken into account in the interpretation. In real conditions water 

mattress was fixed to the chipboard, being an additional insulator from the environment, which 

was not considered in the simulation. Furthermore, the air temperature at the bottom of the 

mattress could be lower than the one measured by the meteorological station. Taking into 

account the stable operation of the water mattress and even water distribution proved by the 

water temperature measurement through the channels, the influence of the constraints 

connected with heat flux measurement seems to have a dominant impact on a results 

discrepancy. 

5.4.2. Conclusions from the model and laboratory results 

comparison 

The conducted study based on the CFD simulations enabled the evaluation of the prototype 

water mattress operation under the experimental boundary conditions. Limitations of the real 

system applied to the mattress influenced the potential heat flux received from the animal, 

reducing it by at least 35 W/m2 to 72 W/m2, depending on the assumed temperature. The 

comparison of the simulation results with the one measured in the laboratory was intended to 

evaluate the applicability of the created previously and described in Chapter 3 of this PhD 

thesis, model for a heat flux prediction for different operational settings of the water mattress. 

The model was created to facilitate the preliminary study in terms of the water mattress 

geometry selection. For that reason, its functionality for such a purpose needed a more precise 

study. However, challenges described in the previous section of this thesis, connected with the 

heat flux measurements had a significant impact on the obtained results, making the comparison 

difficult for interpretation and precise error calculation. Therefore, applying a different heating 

system, which would adhere mattressô surface, as well as increasing the number of the heat flux 

sensors applied in different locations, to avoid an influence of the air inside the water mattress, 

could enhance the precision of the obtained results. However, it would require large financial 

outlays, and an innovative concept for heating, that could be applied in such conditions. 

Although such a function of the model would be an added value in terms of the planned 

experimental campaign in the barn, it does not provide a complete view on the heat transfer in 

real conditions. For that purpose, the time-dependent study should be conducted, in which the 

amount of the received from the animal heat could be monitored, taking into account, both, the 

systemôs thermal inertia and the animalsô thermoregulatory mechanisms. Such a monitoring 

set - up and procedure is a challenge, considering measurement conditions. Its application was 

tried within the barn experiments, however the heat flux sensors did not resist the process. More 

information about this measurement can be found in Chapter 6 of this PhD thesis.  

Considering the complexity of this research issue, which is truly interdisciplinary in its nature, 

to obtain precise data, future modelsô creation needs a more experimentally based approach. 
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Chapter 6 

6. Experimental campaigns in the real barn 

conditions 
 

The main aim of the developed in this PhD thesis, cooling water mattress was to verify its 

operation and cooling effectiveness in a real barn with cattle under heat stress conditions. It 

allowed testing of the developed prototype in its target environment, demonstrating its possible 

future implementation on the industrial level. Cowsheds are characterized by very harsh 

environments due to the high humidity and temperature of the air, presence of the harmful gases, 

and dust pollution. Furthermore, the developed water mattress was directly confronted with 

animal weight load and its movement on the mattress, the presence of the manner and urine, as 

well as the layer of traditional bedding such as straw. All mentioned factors influence 

significantly water mattress operation, as well as the thermal and hygiene comfort of the animal. 

For that reason, an experimental case study was crucial for the proper evaluation of a developed 

solution. In this chapter two experimental campaigns conducted in the summer periods of 2022 

and 2023 will be described in detail.  

6.1. Description of the experimental campaigns 

This paragraph provides detailed information about the structure of the conducted experimental 

campaigns in 2022 and 2023, and the applied planning approach. It is divided into two 

subsections, where each experimental campaign is separately described considering their 

leading research questions. Both experimental campaigns were conducted in the cowshed in the 

Research and Didactic Station in Swojczyce which is a part of the University of Environmental 

and Life Sciences in Wrocğaw in summer periods 2022 and 2023. The selected location was the 

result of cooperation with zootechnical experts from the aforementioned University. During 

both experimental campaigns animals had constant access to drinking water and feed and were 

under the regular care of zootechnical staff from the Didactic Station. In consultation with the 

chairman of the ethics committee, the ethical review and approval were waived for this study, 

due to routinely measured indicators of dairy cows and not executing procedures. However, the 

studies were evaluated following current European legislation (directive 2010/63/UE)  (the 

European Parliament and of the Council, 2010) and were considered outside the scope of 

application. 
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6.1.1. Experimental campaign 2022: cooling effectiveness 

verification of the water mattress 

The first experimental campaign was conducted between 12th September and 11th October of 

2022, lasting 30 days. The main aim of that campaign was to investigate the operation of the 

developed water mattress under real barn conditions and to verify its cooling effectiveness in 

terms of the animalôs body response to conductive cooling. For this purpose, the developed 

cooling water mattress supplied by the chilled water distribution system (c.f. Figure 6.1), was 

juxtaposed with two reference beddings, the first one was a conventional non-cooled water 

mattress working as the water pillow, and the second one was a traditional straw bedding. The 

cowshed in which animals were housed was naturally ventilated with no automatic regulation 

of environmental parameters.  

 

Figure 6.1.The experimental test stand with the chilled water production and distribution 

system (on the right-hand side), as well as two reference beddings: convectional water 

mattress and straw (looking from the left-hand side). 

Experiments were carried out with three milk breed Friesian dry cows, approximately 5-6 years 

old. Each of them was lying on different bedding: Zuzia on the cooling mattress, and Fruzia 

and J·zia on respective reference beddings (c.f. Figure 6.2). The entire test stand was mounted 

before the experiments, during which animals were first observed in terms of their reaction to 

the new type of bedding as well as the presence of the research group members. The 

acclimatization period lasted for about 3 days, during which the cooling was switched off. Such 

a period was indicated by the Guide for the Care and Use of Laboratory Animals [72] as the 

minimum recommended, before minor procedures, which was considered sufficient since no 

invasive procedure was applied. 
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Figure 6.2 Three types of beddings that were under investigation during the experiments: the innovative cooling water mattress (with cooled cow 

Zuzia), the commercial water mattress (with Fruzia), and the conventional straw bedding (with J·zia), where the last two are the referenced ones.
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The experimental campaign was divided into 9 experimental series, during which operational 

parameters of the developed water mattress, such as supplying water temperature setpoint and 

water flow regulated through pump revolutions were changed. A detailed schedule of the 

experiments is presented in Table 6.1. Series 1, 2, 3, and 4 were 3 days long to ensure the 

animalôs adaptation to the new conditions, and focused on the study of the influence of the 

chilled water mattress supplying temperature, changing between 16ϲ/, 10ϲ/, 13ϲ/, and 19ϲ/, 

respectively. Chilled water temperatures were assigned to the selected periods based on 

environmental parameters, applying the lowest temperature to the hottest days, and the highest 

temperature to the coldest days. Series 4, 5, and 6 were also 3 days long, during which the 

supplying water temperature was set at 19ϲ/, and the flow rate was set to 2500 rpm, 3500 rpm, 

and 1500 rpm respectively. It allowed also a 9-day-long observation of the influence of one 

temperature setpoint, which gave the animal a longer time to adapt. Nocturnal chilled water 

temperature was set to 20ϲC as the result of the zootechnical consultation with the researchers 

from the Wrocğaw University of Environmental and Life Sciences. Such an increase in 

temperature was justified by reduced nocturnal ambient temperature. Weekends were 

characterized by no inference of the humane presence caused by the measurement, therefore, 

the diurnal and nocturnal temperature was set to 16ϲC, and only pump revolutions were changed 

remotely. Diurnal and nocturnal temperature setpoints were changed at 8:00 and 22:00, 

respectively. Such a time frame was selected due to the animalsô feeding and management time 

in the morning hours, as well as thermal conditions in the barn during the evening hours. The 

hottest day at the beginning of the experiments ï 19.08.2022 was focused on the direct 

investigation of the cooling effect on cows' skin using thermal imaging, in similar 

environmental conditions throughout the day. Lastly, three separate days were studied with a 

16ϲC chilled water temperature setpoint and different pump revolutions, to extend the 

observation made for these conditions. 

Table 6.1. Schedule of the experiments conducted in the summer period of 2022, between the 

12th of August and the 11th of September (30 days of the experiments). 

Date 

(2022) 

Series No of 

days 

Tday,  

ÁC 

T night,  

ÁC 

Pump 

revolutions,  

rpm 

Mode 

12.08 0 1 16 20 2500 Continuous 

13-15.08 1 3 16 20 2500 Continuous 

16-18.08 2 3 10 16 2500 Continuous 

23-25.08 3 3 13 20 2500 Continuous 

29-31.08 4 3 19 20 2500 Continuous 

01-04.09 5 4 19 20 3500 Continuous 

05-08.09 6 4 19 20 1500 Continuous 

20-21.08 

27-28.08 

09-10.09 

Weekend 

2 

2 

2 

16 16 

2500 

1500 

3500 

Continuous 

22.08 

26.08 

rpm 

variable 

1 

1 
16 20 

3500 

1500 
Continuous 
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6.1.2. Experimental campaign 2023: influence of the developed 

water mattress in terms of cowôs heat stress alleviation 

The second experimental campaign was conducted in the summer period of 2023, between 11th 

August and 7th September 2023, lasting 29 days. The main goal of this campaign was to check 

the repeatability of the results through an extended experimental set-up, for which a second 

cooling water mattress was built and installed in a selected barn. Furthermore, the main interest 

of this campaign was to investigate the animalsô heat stress indicators and the influence of a 

developed cooling water mattress on the studied animal, by a specially developed measurement 

strategy for observation of the physiological reactions of the animal, as the thermal indicators. 

The expected conclusion from this experimental campaign was also a selection of the most 

optimal chilled water temperature setpoint for operation in terms of animal comfort. Last, but 

not least, a new mode of developed water mattress operation, so-called ñcyclicalò, was checked, 

where the water flow through the mattress was cyclically turned off for 2h, after achieving the 

previously selected chilled water temperature setpoint. Such operation gave deeper insights into 

the thermal exchange between the animal and water mattress surface, and this the chilled water, 

due to extended time for heat accumulation. Furthermore, such an operation could be beneficial 

in terms of electricity consumption of the entire chilled water production and distribution 

system. 

Due to an expanded experimental set-up, in this campaign, two cows were lying on the 

developed cooling water mattress, and two other cows were lying on the commercially available 

non-cooled water mattresses as the reference beddings (c.f. Figure 6.3 a) All of them were 

covered with a layer of straw to improve hygiene conditions and help in adaptation to new types 

of bedding. Experiments were carried out in the same cowshed as in the previous year, with the 

same three Friesian dairy cows (c.f. Figure 6.3 b), and one (Tereska) newly adapted to the 

experiments (c.f. Figure 6.3 c). Fruzia and Zuzia (the same cows as in the previous campaign) 

were the cooled-down animals. All studied animals were assigned to one bedding type during 

the entire experimental campaign. All test stand components were installed in the barn before 

the experiments, following the same methodology previously described for 2022 experimental 

campaign, during which the meteorological data were gathered. Furthermore, all sensors (heart 

rate, core body and skin temperature, and Inertia sensor) mounted on the elastic belts to animalsô 

bodies to monitor their physiological reactions, described in detail in Subsection 6.2.4 of this 

PhD thesis were applied before the experiments. It enabled previous acclimatization of the 

animals to the elastic belts and was intended to collect the reference data for no changes in 

bedding type applied. 

The first research agenda considered experiments in the dairy farm and the correlation of the 

results of cooling with the milk yield of the animals, however, such cooperation was not 

possible due to logistical, financial, and technical limitations for the prototype solution. 

Nevertheless, future studies in this area would significantly enrich conclusions about the 

developed solution. 
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Figure 6.3. Water mattresses installed in the barn: a) the preparation stage, b) with an 

additional layer of straw on the top: counting from the left-hand side newly built cooling 

water mattress, non-cooled water mattress, and previously built cooling water mattress, c) 

fourth cow (Tereska) lying on the non-cooled water mattress. 

As in the previous year, the second experimental campaign was divided into 9 series, however, 

the first 6 were grouped into 3 in terms of the diurnal supplying water temperature setpoint, 

with changing mode of operation. There were three levels of investigated temperatures 13ϲ/, 

16ϲ/, and 19ϲC, where the nocturnal temperature was 20ϲC (in zootechnical consultation with 

the researchers from the Wrocğaw University of Environmental and Life Sciences). Continuous 

cooling was established for a 4-day-long period and followed by a 3-day-long period of cyclical 

cooling, since weekend days were organized with no humane presence in the barn, in the middle 

of the series with continuous mode. The flow rate for all of this series was regulated via the 

SCADA system as the percent of the pumpôs power as the result of changes made in a control 

algorithm. It resulted in a different pumpôs rotational speed of 3300 rpm in comparison to the 

previous campaign. The main goal of these experiments was to establish the most suitable, 

a) 

c) b) 
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considering the environmental conditions, supplying chilled water temperature, and to verify if 

the water mattressô chilled water production and distribution systemôs cyclical operation 

maintains the cooling effect on the animal body when the flow was turned off. Series 4.1, 4.2, 

and 4.3 were assigned to one group because their main aim was to compare the results achieved 

for the maintained supplying water temperature setpoint and different flow rates at levels of  

2750 rpm and 2200 rpm. A detailed schedule of the experimental campaign can be found in 

Table 6.2. 

Table 6.2. Schedule of the experiments conducted in the summer period of 2023, between the 

11th of August and the 8th of September (28 days of the experiments). 

Date 

(2023) 

Series No of 

days 

Tday,  

ÁC 

T night,  

ÁC 

Pump 

revolutions, 

% of power 

Pump 

revolutions, 

rpm 

Mode 

11-14.08 1.1 4 16 20 80% 3300 Continuous 

15-17.08 1.2 3 16 16 80% 3300 Cyclical 

18-21.08 2.1 4 13 20 80% 3300 Continuous 

22-24.08 2.2 3 13 20 80% 3300 Cyclical 

25-28.08 3.1 4 19 20 80% 3300 Continuous 

29-31.08 3.2 3 19 20 80% 3300 Cyclical 

01-03.09 4.1 3 19 20 

60% 

40% 

60% 

2750 

2200 

2750 

Continuous 

04-05.09 4.2 2 
16 

16 

20 

16 
60% 2750 Continuous 

06-07.09 4.3 2 13 20 
60% 

40% 

2750 

2200 
Continuous 

6.2. Methodology 

The nature of the conducted experiments made them very diversified in terms of the applied 

methodology and measurement strategy, traversing boundaries between scientific disciplines, 

where energy, engineering, and zootechnical sectors are merged into the innovative cooling 

solution. For that reason, the developed methodology applies approaches from those scientific 

disciplines and gives a new measurement strategy plan, especially in terms of the physiological 

reactions of animals.  

The first experimental campaign gave experience in data collection and measurement strategy 

for a continuously changing environment, in a cowshed. For that reason, the methodology 

applied in the second experimental campaign was enhanced, where it was needed, and extended 

in terms of the new goal of conducted campaign. In the following paragraphs, the methodology 

will be divided into four measurement groups and such way described: environmental 

parameters, cooling water mattress operation, IR thermography for direct observation of the 

cooling effect, and physiological reactions of the animals. Detailed information is provided in 

the following paragraphs. 
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6.2.1. Environmental data 

Environmental parameters are necessary to provide information about the heat transfer 

conditions between animals and the surrounding environment. In the zootechnical sector,  the 

temperature and humidity (THI) index is widely used to determine the heat stress level among 

animals. In literature several formulas were applied, however, the most widely used for 

moderate climates is the National Research Council formula (National Research Council. A 

guide to environmental research on animals, 1971) [73], given by Equation 6.1. 

THI = (1.8 Ŀ Tdb + 32) ï (0.55 ï 0.0055 Ŀ RH) Ŀ (1.8 Ŀ Tdb ï 26) (6.1) 

where: 

Tdb ï dry bulb temperature (ÁC); 

RH ï relative humidity (%). 

Temperature and humidity of the air 

To estimate the THI index, temperature (with NTC AKO015561 sensor - accuracy rating Ñ 1 

ÁC) and relative humidity (with SONEE16F6A21 sensor - accuracy rating Ñ 3 %) were 

continuously recorded every 2 min, using a meteorological station controlled with Supervisory 

and Control Data Acquisition System. These data were collected for both outdoor and indoor 

environments (c.f. Figure 6.4 a and b, respectively) during both experimental campaigns. The 

outdoor data were gathered mainly to observe the general trend of these parameters in the direct 

area of the barn with an emphasis on heat wave phenomenon observations. Furthermore, the 

gathered data were also contrasted with data from the meteorological station located in the 

Observatory of Agro- and Hydrometeorology ñWrocğaw-Swojecò, which is under the 

supervision of Wrocğaw University of Environmental and Life Sciences. 

  

Figure 6.4. The meteorological station used during both experimental campaigns in the barn: 

a) for outdoor environment, b) for indoor environment, monitoring. 

a) b) 


















































































































































